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Abstract

:

Animal waste, including chicken manure, is a category of biomass considered for application in the energy industry. Poland is leading poultry producer in Europe, with a chicken population assessed at over 176 million animals. This paper aims to determine the theoretical and technical energy potential of chicken manure in Poland. The volume of chicken manure was assessed as 4.49 million tons per year considering three particular poultry rearing systems. The physicochemical properties of examined manure specimens indicate considerable conformity with the data reported in the literature. The results of proximate and ultimate analyses confirm a considerable effect of the rearing system on the energy parameters of the manure. The heating value of the chicken manure was calculated for the high moisture material in the condition as received from the farms. The value of annual theoretical energy potential in Poland was found to be equal to around 40.38 PJ. Annual technical potential of chicken biomass determined for four different energy conversion paths occurred significantly smaller then theoretical and has the value from 9.01 PJ to 27.3 PJ. The bigger energy degradation was found for heat and electricity production via anaerobic digestion path, while fluidized bed combustion occurred the most efficient scenario.
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1. Introduction


In recent years, changes in the energy policies of all member states of the European Union (EU) have been aimed at increasing the proportion of renewable energy sources (RES) in the energy supply. As a consequence of these changes, legal regulations are being introduced to increase the share of RES in the total energy balance of the European community. The efforts made by the specific governments have, accordingly, focused on the application of the common and accessible RES such as solar, wind, water and biomass. In particular, biomass, is a very promising type of RES, which demonstrates considerable diversity in terms of physicochemical properties leading to wider potential applications in the energy industry [1]. The determination of the energy potential of various types of biomass, including bio-wastes, is indispensable for the development of technologies of biomass to energy conversion as well as for effective implementation of existing technological solutions.



Poultry manure (excreta) is a problematic biomass waste. Due to the increasing concentration of poultry in holdings, the issue of removal and utilization of the manure plays an important role. Soil conditioning—the manner in which this type of manure has been predominantly utilized up to this time—has a number of drawbacks [2], yet it has been the most popular one. This technique is applied all over the world but causes hazards to both crops and human health as a consequence of the negative effect of decomposing manure on various components of the natural environment. The effect of excessive soil conditioning can take the following forms: eutrophication, phytotoxic effects on succeeding crops, propagation of pathogens, pollution of atmospheric air and emission of greenhouse gases [3]. In Poland, using chicken manure as a raw material in crop fertilization as well as in mushroom cultivation are two main ways of its application and utilization. According to [4] total volume of annually generated chicken manure in Poland is enough to fertilize over 20% of crops in environmentally balanced way in terms of nitrogen concertation. It should be underlined again that massive use of poultry manure as an organic fertilizer creates a strong risk of environmental degradation due to over-fertilization. Moreover, ammonia (NH3) atmospheric emissions from chicken manure land spreading can be several dozen times greater than emissions from combustion [5]. For this reasons it is necessary to define and apply new routes of poultry manure treatment in a sustainable way for the environment not only in Poland but in every location where these wastes are utilized mainly through soil conditioning.



One of the solutions to prevent negative environmental impact of chicken manure treatment is using it for energy generation. This can be of great interest to industry, unfortunately it is still rarely used in energy sector due to its unique chemical composition. There are several ways in which chicken manure can be used for generation of energy or for deriving improved fuel. It can be treated in such processes as fermentation (digestion), esterification, pyrolysis, gasification, co-gasification, combustion and co-combustion [3,5,6,7]. For more efficient energy generation it is necessary to pre-process or pre-treat chicken manure by physical and/or thermo-chemical processes such as drying, torrefaction, pyrolysis, steam treatment, and ozone treatment [6].



According to [8] chicken manure can be a promising substrate for slow pyrolysis, but the product of pyrolytic conversion should by bio-coal rather than syngas. The gasification of poultry-derived waste has been limited to laboratory and small-scale applications, whereas full and pilot scale installations operating in industrial conditions are incidentally mentioned in the literature. Experiments on gasification and co-gasification systems using both fixed and fluidized bed combustors show that to obtain a high quality fuel gas, the addition of another type of biomass or coal is desirable [9]. Combustion and co-combustion of poultry derived waste is the best known process of its thermal utilization: industrial scale installations are operated worldwide, including UK, USA, Netherlands, Ireland, Australia, Belgium, France, Germany, Italy, Spain [7], confirming the economic feasibility of the application. Despite the wide range of high-temperature thermal routes of chicken manure utilizations, in Poland only digestion processing is used so far. A raw chicken manure feedstock of 690 Mg/h supplies a biogas installation of 25–30 kW located directly on the farm in Pszczyna city. Incidental larger biogas units with capacity up to 1 MW are operated in the co-fermentation mode with mixing of waste from agricultural production and processing. The way of utilizing chicken manure as a kind of alternative fuel can be of interest in particular in the countries where hard coal still forms the basic source of energy and the number of poultry producers is relatively large. Local boilers situated in the vicinity of farms appear to be an area with great potential for application of this type of biomass. The heat produced in this manner can be used for heating local buildings [10]. Advanced technologies can also be applied for distributed electricity generation on chicken farms [5].



Poland meets two basic criteria that indicate the feasibility of utilizing chicken manure for energy. The first one is associated with the considerable chicken population on farms in Poland which is a leading poultry producer in Europe. According to European Egg Processors Association (EEPA) [11], Poland was listed in fourth place among all EU states in terms of laying hens population in 2016 (11.3 % of the EU-28), next to Germany (13.7%), France (12.6%), Spain (11.4%), United Kingdom (11.0%), Italy (10.8%) and Netherlands (8.9%). According to Food and Agriculture Organization of the United Nations (FAO) [12], in 2016 Poland was listed in second place among all EU states in terms live chickens (12.0% of the EU-28), next to Germany (13.0%), France (11.9%), United Kingdom (11.1%), Italy (10.1%), Spain (10.1%) and Netherlands (7.5%). The second one is associated with the dominant share of coal-fired sources in the production of heat: coal and coal products account for 86% of total heat production in Poland [13], similar to some other European countries where coal continues to dominate in the structure of the heat production system [14,15]. Additionally, Poland has the dominant share of coal-fired sources in the production of heat and electricity supplying chicken farms.



The latter part of this work aims to determine the quantitative and energy potential of chicken manure in Poland on the basis of the proposed methodology. Energy potential was assessed regarding two potential levels: theoretical and technical. As mentioned before, there are many technical ways for conversion chicken manure into useful forms of energy such as heat and electricity. The most common and widely used and technically advanced solutions were chosen as possible and representative conversion scenarios for the case of technical potential assessment analysis:

	
biogas production through anaerobic digestion process combined with cogeneration of heat and power based on internal combustion (IC) engine,



	
raw manure pre-drying preceding syngas generation in updraft gasification process combined with cogeneration of heat and power based on an organic Rankine cycle (ORC) module,



	
raw manure pre-drying preceding combustion in fluidized-bed combustor combined with cogeneration of heat and power based on an organic Rankine cycle (ORC) module,



	
raw manure pre-drying preceding combustion in fluidized-bed combustor for direct heat generation.









2. Material, Methods and Input Data


The total energy potential of the manure can be accessed through the weight of the manure produced by the population of birds in a given area. The features of chicken manure and considering it as a potential source of energy requires an individual approach to the assessment of their resources in the specific area (e.g., in the country). It results from the fact that the territorial distribution of chicken farms is random regarding rearing systems and their locations takes form of local territorial clusters.



The assessment of the energy potential of biomass (including chicken biomass) can be made in a number of ways [16,17,18]. The method of assessing this potential depends on the quantity, details and characteristics of the data available to the researcher.



From the perspective of practical application of the results, the energy potential of biomass can be classified according to the so-called potential level [19,20,21]. In the most common classification of the energy potential, it can be distinguish between:

	
theoretical potential: volume of energy that can be useful based on the availability of equipment with 100% efficiency (losses in the process are not accounted for), and under the assumption that the total available potential is harnessed for energy production, including specific collection factor and alternative use factor;



	
technical potential: this part of the theoretical potential, which can be practically utilised, yet reduced due to technical restrictions (efficiency of available equipment, internal losses in the process, geographical location, energy storage losses). It is usually derived on the basis of detailed technical analysis;



	
economic (market) potential: relative to fuel prices, tax rates, economic parameters and levels of subsidies. It is the part of the technical potential that can be applied after accounting for the criteria of economic tools (detailed economic analysis of profitability);



	
applicable potential: energy from biomass, which can be ultimately used in energy production (usually smaller than the economic one).








2.1. Quantitative Potential of Chicken Manure


The total quantitative potential of chicken manure in Poland was determined as the sum of the potential of manure produced by laying hens and broilers. These two types are responsible for the majority of poultry production in Poland and were taken into account in a further analysis. Table 1 presents data on chicken population reared on Polish farms, according to the type of the rearing system.



The annual amount of chickens (laying hens and broilers) reared in Poland was the basis for determining the amount of manure available for energy use. For this purpose, the data on the daily production of feces (droppings) by different types of chickens was analyzed. Table 2 presents the daily production of droppings by selected chicken type. The presented data indicates that adult birds produce from 150 to 160 g of droppings, while young ones (pullets) produce from 65 to 110 g. The lowest daily volume of droppings concerns broilers.



Due to the lack of precise data, resulting from the variability of the course of hen growth (which could provide the percentage of adult hens and broilers kept on specific farms), the further calculations here have adopted the mean value of mass of manure produced by a laying hen (110 g) and a broiler (65 g).



The amount of manure generated by chicken farms depends not only on the mass of chicken droppings but also on the amount and type of litter (for the litter rearing system). Polish farms use straw as a litter. For the purpose of further analysis and on the basis of data collected from different Polish chicken farms, it is assumed that straw used as an additive increases the amount of litter manure by 15%.



In case of broilers, the calculations were performed under the assumption that the production cycle of broilers lasts 6 weeks, followed by a shut down for maintenance of up to 3 weeks. Hence, within a year, it is possible to conduct a maximum of six production cycles taking the total time of 252 days, during which manure is produced. In the case of laying hens it was assumed that the production cycle is continuous and lasts 365 days per year.




2.2. Qualitative Potential of Chicken Manure


Qualitative potential depends on physicochemical properties of the chicken manure: moisture content, ash content, volatile matter and elemental composition. Such compositional data of the manure can be derived on the basis and proximate and ultimate analysis. Performing these analyses is essential for determining the energy potential of the chicken wastes. They are also of a great importance in context of thermal destruction of poultry manure used in energy applications.



For the needs of research the samples of the manure were collected from two representative farms situated in Opole province. The first one was a large, modern holding, which specializes in rearing laying hens in the cage system and broilers on litter. The farm has a capacity of around 160,000 birds. The other one is a small farm rearing chickens in backyard system and not exceeding 1000 birds. The averaged samples from the cage system were clean manure with a high moisture level. In contrast, the samples collected from the litter system contained some addition of feathers and straw litter. The material collected from the backyard system contained manure and more feathers, straw and tree leaves. Samples from both sites were collected in November and for the control group in January.



2.2.1. Ultimate, Proximate and Heating Value Analyses


Collected samples were weighed and the moisture loss during pre-drying was measured at 20 °C temperature after 24 h of storage. Subsequently, averaged samples were prepared and dried 105 °C until solid mass (dry matter) was obtained. Total moisture content (Mt) (calculated on a wet basis) was determined in accordance with the PN-EN 14774-1 standard. After drying and grinding, the samples were kept in Falcone tubes in a nitrogen atmosphere, secured by sealing with Parafilm and placed in an extractor.



Prepared samples were subjected to ultimate analysis by means of an Elementar Vario Macro Cube apparatus (Elementar Analysensysteme, Langenselbold, Germany). The concentrations of carbon (C), nitrogen (N), sulphur (S) and hydrogen (H) were measured, whereas the concentration of oxygen (O) was calculated by difference. Proximate analysis manure of samples was undertaken by means of a STA 449 F3 Jupiter apparatus (Netzsch, Selb, Germany) by application of DTA/TG method [25]. The sample was heated at the rate of 50 °C/min in the range of the temperatures from 80 to 1150 °C. The level of ash content (A) was measured after combustion of the samples performed in the air atmosphere, while for volatile matter content (VM), the analysis was performed in the nitrogen atmosphere. The concentration of the fixed carbon (FC) was derived by difference.



Prepared samples were subjected to ultimate analysis by means of an Elementar Vario Macro Cube apparatus (Elementar Analysensysteme, Langenselbold, Germany). The concentrations of carbon (C), nitrogen (N), sulphur (S) and hydrogen (H) were measured, whereas the concentration of oxygen (O) was calculated by difference. Proximate analysis manure of samples was undertaken by means of a STA 449 F3 Jupiter apparatus (Netzsch, Selb, Germany) by application of DTA/TG method [25]. The sample was heated at the rate of 50 °C/min in the range of the temperatures from 80 to 1150 °C. The level of ash content (A) was measured after combustion of the samples performed in the air atmosphere, while for volatile matter content (VM), the analysis was performed in the nitrogen atmosphere. The concentration of the fixed carbon (FC) was derived by difference.



Higher heating value (HHV) was derived in an AC500 bomb calorimeter (LECO, Saint Joseph, MI, USA) in accordance with the EN-14918:2010 standard in order to determine heating value of solid biofuels. HHV (in kJ·kg−1) was transformed into lower heating value in the dry state LHVd (in kJ·kg−1) in accordance with the common formula, in which the last term of the right-hand-side of the equation represents latent heat of water vapour formed due to hydrogen in the dry matter (Hd), according to Equation (1):


LHVd=HHVd−2441.8 (9Hd/100)



(1)







In turn, lower heating value in the wet matter was derived by converting LHVd in accordance with the Equation (2):


LHVar=(LHVd−24.41 Mt)100−Mt100



(2)







Table 3 presents the average results of ultimate and proximate analysis of the samples of chicken manure.



A synthetic overview of physicochemical parameters of the manure as a fuel for thermal conversion systems is presented in the paper [2], which provides an overview of the variability ranges of fixed carbon, volatile matter and ash content as well as higher heating value of dried chicken waste. These parameters vary widely, but they are characteristic of the analyzed type of biomass and depend on various factors such as nutrition, housing systems or environmental conditions including microclimate as well as litter type. For the purpose of this energy analysis, a distinction was made between the properties of the chicken waste from three most popular rearing systems in Poland, comparing the results obtained to the same rearing systems used in the world. The available research studies describe quite precisely the analytical composition of the manure. Unfortunately, the comparison is still difficult, because the type of rearing system, composition of bedding material or the information on whether the material has been previously processed e.g., through pre-draying, are usually not specified.



Parameters of the raw manure obtained from the cage system presented in Table 4 can be directly related to analyses of a battery-cage system located in Spain [26]. In both cases the moisture content Mtw was found high, even above 70%. Values of C, H and N content are also similar to those presented in the paper [26], that amount to 36.2%, 4.6% and 5.9%, respectively. A significant difference concerns the element S. In general, its value for Spanish farms manure was about 0.1% on average. The S content was 0.357% only on one of the Spanish farm, which is comparable to the results obtained in the study. The content of volatile matter VMd and fixed carbon FCd (roughly giving the organic matter) presented in Table 4, was 15 p.p. higher than mentioned in [26], which results from different analytical standards applied in both studies. The same conclusion applies to the ash content Ad, which in analyzed Polish farm is about 15 p.p. lower than for samples tested from Spanish farms. Despite these differences, the calorific value LHVd of the manure from cage systems is within the range reported by [26], i.e., 2660 MJ·kg−1 on average.



In the case of manure samples from litter systems, the results of the performed analyses presented in Table 4 can be referred to more bibliographic sources. The moisture content Mtw obtained within the research, was similar to the results reported for litter systems used in different states in the USA [10], Australia [7] and Poland [27]. However, according to [28] the moisture content of poultry litter can widely range from 9.25 to 51.8%. As reported in [29] the average moisture content in the manure from farms with appropriate husbandry practices and controlled ventilation should range from 18 to 36%. Bedding with a moisture content exceeding 36% increases the risk of e.g., poultry contracting cococydiosis, internal parasites or insects [29]. The content of basic elements C, H, N and S in the sampled manure is similar to the values recorded on Irish [28] and Polish [30] farms. Based on studies presented by Lynch et al. [28] and Toptas et al. [31] the changes of these parameters in chicken manure can be relatively wide. Lynch et al. [28] suggests that these differences may be due to the type of material bedding, litter storage conditions as well as farming practices [28]. Nevertheless, taking into account the dispersion of the elements contents, the results given in Table 4 are still in the middle of these ranges. Available publications indicate that content of volatile matter VMd in broiler litter varies from 53 to 75%, while the fixed carbon FCd from 6 to 23% [7,10,30,32]. It may be seen that values of VMd and FCd presented in Table 4 are comparable to those from litter raring system located in the USA [10], Turkey [32], Ireland [28] and Poland [30]. It should be noted that the manure analyzed in the study [10] and [28] contained wood shaving while the material from Poland [30] and Turkey [32] contained straw in its composition. The same levels of ash content Ad as in presented study (approximately 12% on dry basis) were reported from other farms worldwide with wood and straw bedding materials [10,28,31,32]. According to Lynch et al. [28] the ash content can vary from 10.61 to 19.58%, depending on the bedding materials. However, there are also high ash contents reported, even up to 50% [33], explained by the admixture of additional solid materials [33]. The LHVd of the samples from analyzed litter system (Table 3) are close to those from Turkish [32], Irish [28] and Polish [30] farms: from 15.1 to 16.7 MJ·kg−1. In general, the values obtained from the tests are within the heating value ranges given by Lynch et al. [28].



The literature does not provide results regarding the physicochemical analysis of the manure produced in the free-range systems. In Poland, free-range systems are gaining popularity slowly, however such farms are usually more similar to the semi-intensive systems. It can explain the results of the analyses (for instance high ash content) presented in Table 3.



Figure 1, Figure 2 and Figure 3 illustrate the results of measurements of lower heating value of manure from the farms examined as a function of their moisture content, with a comparison of the results reported in earlier works. The presented ranges of LHV variation can be considered as typical of chicken manure and used to determine the energy potential of manure regardless of the place of its generation.




2.2.2. Energy Potential Assessment


The lower heating value derived in this study was subsequently applied in the procedure of assessing energy potential of chicken manure in Poland. On the basis of the determined quantitative potential of chicken manure and results of the study on lower heating value of manure, it was possible to derive the value of the energy potential for the particular provinces in Poland. The potential derived in further part of the paper is limited to two levels:

	
theoretical level resulting from the overall maximum amount of chicken manure which can be considered theoretically available for energy generation within fundamental bio-physical limits,



	
technical level which takes into account energy losses due to collection, transport, storage, pre-treatment (for example drying) and energy conversion from the fuel to the useful form of energy (heat or/and electricity).








The theoretical potential was calculated on the basis of Equation (3) for three poultry systems (cage, litter and free-range):


Eth,i=Bi·LHVar,i



(3)







The overall theoretical potential was derived as a sum of the potentials derived for the particular poultry systems, in accordance with Equation (4):


Eth=∑iEth,i



(4)







The technical potential determined in the next part of the study was subject to limitations resulting from the availability of chicken manure. It was assumed that not all the manure generated in chicken farms was available for energy processing, taking into account both other possible treatment routs as well as energy losses due to collection, transport and storage. The second assumption limiting the amount of available manure is exclusion the free-range system manure volume from further calculations due to its negligible small amount and very large degree of terrain dispersion of free-range chicken farm.



Quantity of manure available for further energetic use was calculated as:


Ba=∑iBa,i=∑iBi·af



(5)







The availability factor af was assumed to have a value of 0.8 due to the fact that part of the available manure may be utilized in other then energy generation routs: as a soil fertiliser in crop production in large-scale agriculture, in commercial mushroom cultivation and as a granulate fertiliser on sale for commercial and non-commercial gardening. The volume of manure derived from Equation (5) was the basis for further technical potential assessment. The efficiency of the conversion from chemical energy of a raw manure (representing technical potential) into useful form of energy depends on the particular transition path. The energy generation paths adopted for analysis have been shown in Table 4.



For each of the scenarios adopted, the technical potential was then determined on the basis of assumptions concerning the efficiency of conversion of stages in a given path.



Technical potential in the particular j-th path of energy conversion was calculated as a sum of values derived for manure from cage and litter breeding systems, according to Equation (6)


EtechPATHj=Etech,cagePATH j+Etech,litterPATH j



(6)







Energy potential for the conversion route based on poultry manure anaerobic digestion (PATH 1) was calculated for the particular i-th breeding systems (cage or litter) as:


Etech,iPATH 1=Ba,i·VSi·bi·LHVBIO,i·ηth,IC+Ba,i·VSi·bi·LHVBIO,i·ηel,IC−Ed,i



(7)







Equation (8) was the basis for deriving energy potential available from the gasification and ORC cogeneration technology path (PATH 2):


Etech,iPATH 2=Bdried,i·si·LHVs,i·ηth,ORC+Bdried,i·si·LHVs,i·ηel,ORC−Ed,i



(8)







The technical potential of chicken manure in case of combustion in fluidized-bed boiler combined with ORC energy generation carried out according to PATH 3 was calculated in the following manner:


Etech,iPATH 3=Bdried,i·LHVdried,i·ηth,ORC+Bdried,i·LHVdried,i·ηel,ORC−Ed,i



(9)







The last conversion rout taken into account in the analysis is direct heat production in FCB boiler (PATH 4):


Etech,iPATH 4=Bdried,i·LHVdried,i·ηth−Ed,i



(10)







In case of energy conversion paths that require drying the manure before further processing (PATH 2, PATH 3 and PATH 4), the amount of energy Ed used for water evaporation from manure depends on dryer efficiency resulting from specific heat and electricity demands of drying process:


Ed,i=Bw,i·q+Bw,i·e



(11)







q: specific heat demand for drying, kWh·kg−1 of evaporated water



e: specific electricity demand for drying, kWh−1 of evaporated water



The amount of water Bw evaporated from available raw manure Ba depends on moisture content in manure before drying Mtw and required moisture content after drying process Mtw,ad, according to Equation (12):


Bw,i=Mtw·Ba,i−Mtw,ad·Bdried,i



(12)




where the volume of the material after drying Bdried was determined from the mass balance of the drying process.



Set of the input data used for further assessment of technical potential can be found in Table 5.






3. Results and Discussion


3.1. Quantitative Potential


In accordance with the adopted assumptions, the annual production of chicken manure from different rearing system was determined and presented in Table 6.



The annual laying hens manure production equals to 2165 thousand Mg while volume of broiler manure is around 2330 thousand Mg. This corresponds to the total annual chicken manure production of 4495 thousand Mg. Considering the weight of chicken manure depending on the rearing system, the amount of manure from the cage system is smaller than the one from litter, and is around 1831 thousand Mg compared to 2602 thousand Mg from litter (laying hens and broilers).



The results of quantitative chicken manure potential assessment analysis have been linked with geographic data with use of a GIS based method implemented in QGIS software [34]. The map generated with this free and open source Geographic Information System is presented in Figure 4.




3.2. Theoretical Qualitive Potential


The value of the theoretical energy potential for the particular provinces in Poland was derived with use of presented methodology and on the basis of input data of the quantitative potential of chicken manure in Poland (Section 3.1) and results of proximate, ultimate and heating value analyses (Section 2.2.1). The results of the calculations are summarized in Table 7. In addition, the technical potential has been presented in Figure 5 with use of QGIS software (3.4, Free Software Foundation, Boston, MA, USA).



Total energy potential of chicken manure assessed for Poland equals 40,382 TJ·a−1, including three analyzed rearing systems. Manure from the cage system has biggest potential: more then 34,200 TJ·a−1 which is close to 85% of overall chicken manure potential. Cage system provides wastes for less than 15% of total potential, whereas free-range rearing system generates manure has negligible share: hardly 0.5%. The highest chicken manure energy resources have been determined in Mazowieckie (VII) and Wielkopolskie (XV) provinces. They constitute almost 40% of the country’s potential.




3.3. Thechnical Qualitive Potential


According to common classification of the energy potential, the next step in assessing the potential should be connected with the technical task of determining the efficiency of converting chemical energy of the fuel to useful forms of energy [35]. Within the research, the technical energy potential of two types of chicken manure (from cage and litter systems) has been determined according to four chosen conversion scenarios. It has been assumed that the energy generated in each scenario is in form of heat or heat and electricity in combined manner. Results of the calculation are shown in Table 8.



On the basis of the results presented in Table 8 it can be claimed that the biggest technical energy potential of chicken manure was achieved via the PATH 3 and PATH 4 conversion routes, where after drying, the manure was utilized in FBC combustor. Thereafter output heat is supplying ORC unit for electricity and useful heat generation (PATH 3) or is being directly transformed into useful heat flux (PATH 4). Relatively low potential was found for anaerobic digestion scenario (PATH 1) where overall energy production was from around 33% of the potential gained in PATH 4 to 41% of the PATH 2 potential. Significantly lower production of energy from poultry manure by anaerobic digestion compared to gasification process was noticed by Chang [36] who reported 44.5% higher energy production in syngas than that in biogas.



An additional summary of the results achieved in the research is presented in Figure 6. It can be observed that technical potential of the chicken manure is much smaller than technical one, regardless of the analyzed conversion path. It is mainly due to availability of manure assumed for the calculation (availability factor af=0.8) as well as efficiency of energy transformation through the particular stages in the assumed scenarios.



As shown in Figure 7, for theoretical and technical level of determined energy potential, the share of manure from the litter system is significantly high (between 79% and 89%) in comparison to the quantitative potential of raw manure (near 59%). Despite the fact that the amount of manure from the cage systems is not much smaller than the amount of manure gained from litter systems (41.3%:58.7%), the litter manure has a much greater potential for generation of useful energy. When comparing the individual paths, the highest cage share was recorded for anaerobic digestion route (PATH 1). Both the gasification pathway (PATH 2) and the combustion pathways (PATH 3 and PATH 4) are quite similar for both analyzed types of manure.




3.4. Technical and Environmental Issues of Proposed Energy Generation Routes


The use of technologies adopted for estimating the technical potential of chicken manure in particular energy conversion paths requires additional discussion on the technical and environmental aspects of their application.



The chicken manure is a special type of substrate for biogas plants, due to the high content of organic substances, which through the anaerobic digestion generates biogas and biofertiliser as a by-product. The use of poultry manure as a substrate in agricultural biogas plants causes operational problems, mainly due to high concentrations of ammonium nitrogen and unfavourable ratio of organic carbon to nitrogen [37]. Therefore, proper methane fermentation of poultry manure requires balancing of C/N ratio, e.g., by introducing an appropriate amount of C-rich co-substrate. Dilution the chicken manure with water is a basic option to eliminate the effect of NH3-N on bio-digestion inhibition. Unfortunately, the dilution increases volume of waste and declines feasibility of the method [6]. Another manners to overcome the ammonia inhibition are addition of phosphorite ore to the raw manure or implementation of air stripping technology [37]. The utility of the anaerobic digestion is also limited by the presence of hydrogen sulfide (H2S) in biogas. H2S has highly corrosive properties, therefore effective desulphurization of biogas before further thermal processing is required [36].



Thermochemical conversion of the poultry waste through the gasification generates syngas with calorific values significantly lower compared to the biogas, however the energy yields from gasification is much higher than from digestion. The quality of syngas and residues is mainly influenced by the type of gasification agent (air, steam or carbon dioxide), reactor configuration and operating parameters, mainly temperature and air equivalence ratio [38]. Among commonly used systems, usually fixed and fluidized bed reactors are used for chicken manure gasification purposes. The updraft fixed bed systems are preferable for fuels such as chicken manure due to its tolerance on high moisture and ash content as well as low sensitivity to fuel size and quality [38]. Nevertheless, this technology has several disadvantages, which should be considered prior to the possible application. These disadvantages include content of undesirable by-products such as tar, dust, alkalis, heavy metals, H2S and HCl, which should be reformed, in particular, when the syngas is considered as a fuel to supply the gas turbines and IC engines. The essential difficulty in the manure gasification is the high alkali content in the ash leading to its agglomeration in the bed [39]. Attempts to prevent the phenomenon of agglomeration, by lowering the temperature in the reactor (below the ash melting point), decrease conversion efficiency and lead to the formation of excessive amounts of char.



In case of combustion pathway, the greatest drawback is associated with the large moisture and ash content in the manure, which may cause operational problems and decrease overall efficiency. Hence, drying raw manure is necessary to reduce the mass of manure and make it more suitable for further thermal processing such as combustion or gasification. The moisture content can be reduced through the use of various evaporative dryer technologies [40], integrated within the ventilation and manure transport system on the chicken farm (e.g., manure draying tunnels MDT) or being a part of the combustion system. Drying the manure on site by utilizing the exhaust air from livestock facilities significantly cuts the costs of energy required for drying process. The ash in the manure contains high amount of alkaline elements, particularly K and Na oxides, which leads to formation of low-temperature melting compounds and eutectics causing the probability of fouling and slagging [41]. High-ash poultry manure combustion may have a negative impact on the operation of boilers by its agglomeration in the bed, formation of deposits in the freeboard zone and fouling of the boiler hot surfaces and ancillary equipment [5]. Moreover, the presence of the fuel bound-Cl element increases the additional risk of high-temperature corrosion evaluation on boiler surfaces. The corrosive damages are caused by molecular chlorine-product of oxidation of hydrogen chloride contained in hot gases, as well as alkaline chlorides, formed as a result of binding with alkaline elements (K and Na oxides). Intensive research is currently being carried out to counteract these negative phenomena [5]. Another issue worth considering in case of chicken manure combustion is NOx formation as the major air pollutant. Application of combustion technologies based on the fluidized bed combustion (FBC) can be solution to solve this disadvantage [31]. NOx reduction in this technology is related to lowering the combustion temperature, obtaining uniform temperature distribution in the chamber and appropriate fuel to air ratio (excess air ratio). Furthermore, the high sulphur and volatile matter content in the manure forces a suitable composition of the fuel-air mixture in the boiler to ensure both high efficiency and low emissions of harmful pollutants. The composition of manure fuel requires not only the use of primary reduction methods, but also applications of systems for the intensive gases cleaning, i.e., the selective catalytic reduction (SCR) for denitrification, sorption for the removal of acid gases (SO2, HCl) and electrostatic technique for dedusting. These techniques are usually used in large plants, but can also be applied in small combustion/cogeneration units to meet emission standards [42]. Under Polish conditions, application of any optimized manure combustion technology is an interesting alternative to coal-based heat and electricity generation, in particular on poultry farms where heat is generated with use of fossil fuels. Compared to combustion of coal, it can reduce significantly the emissions of flue gas components into the atmosphere, as shown by [5].





4. Conclusions


The research reported in the paper is dedicated to assessing the theoretical and technical energy potential of chicken manure in the particular provinces of Poland. The conducted analyses resulted in deriving the value of this potential on the basis of collected data of annual chicken manure generation as well as its physicochemical properties. The volume of the theoretical potential is promising in the context of its utilization as a source of chemical energy of the fuel useful for producing heat and electricity directly on sites where chickens are reared. Conversion of chicken waste feedstock into useful form of energy has a great potential for improving the environmental sustainability of poultry production. Taking into account the fact that the energy supplying chicken farm in Poland comes mainly from coal, the use of the manure on site for heat or/and electricity generation is all the more valuable.



The volume of chicken manure in Poland is estimated at 4.49 million tons, of which the cage system accounts for 40.7%, while the litter one accounts for 57.9%. Chicken manure from the free-range system is responsible for only 1.4% of poultry production and can be neglected regarding its energy potential. The majority of chicken manure is generated in Wielkopolskie and Mazowieckie provinces, which account for 44% of the total production of this material in Poland. The volume of chicken manure does not translate directly into the potential in terms of various physicochemical properties of manure in the analysis poultry systems. The total volume of theoretical energy potential is equal to 40.38 PJ per year.



It should be emphasized that energy potential of chicken manure derived at theoretical level disregards the loss of energy conversion in facilities used for manure conditioning (drying) as well as energy losses during production of useful energy (e.g., heat). The relevant analysis of determination of technical energy potential of chicken manure in Poland was conducted for four different energy conversion paths. Determined technical potential occurred significantly smaller then theoretical. Its value ranged from 9.01 PJ per year to 27.3 PJ per year. The bigger energy degradation was found for heat and electricity production via anaerobic digestion path, while fluidized bed combustion occurred the most efficient scenario.



In addition, on the basis of the analysis carried out within the presented research, it should be concluded that the choice of an appropriate pathway for energetic conversion of manure use should be adapted to its availability and physicochemical parameters.
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Abbreviations




	
af

	
availability factor




	
A

	
ash content, % by weight




	
b

	
biogas yield, m3·Mg−1 of VS




	
B

	
weight of chicken manure, Mg




	
C

	
carbon content, % by weight




	
e

	
specific electricity demand for drying, kWh·kg−1 of evaporated water




	
E

	
energy potential, TJ




	
HHV

	
higher heating value, MJ·Mg−1 (MJ·m−3)




	
H

	
hydrogen content, % by weight




	
LHV

	
lower heating value, MJ·Mg−1 (MJ·m−3)




	
M

	
moisture content, % by weight




	
N

	
nitrogen content, % by weight




	
O

	
oxygen content, % by weight




	
q

	
specific heat demand for drying, kWh·kg−1 of evaporated water




	
s

	
syngas yield, m3·kg−1 of dried mass input




	
S

	
sulphur content, % by weight




	
VM

	
volatile matter, % by weight




	
VS

	
organic matter, % by weight




	
Subscripts:




	
a

	
available




	
ar

	
as received basis




	
bio

	
biogas




	
d

	
dry basis




	
daf

	
dry and ash free basis




	
el

	
electrical




	
i

	
type of rearing system




	
j

	
number of the energy conversion path (scenario)




	
t

	
total




	
tech

	
technical




	
th

	
theoretical, thermal




	
w

	
wet basis




	
η

	
efficiency




	
IC

	
internal combustion




	
FBC

	
fluidized bed combustion




	
ORC

	
organic Rankine cycle
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Figure 1. Lower heating value of manure from the cage system. 
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Figure 2. Lower heating value of manure from the litter system. 
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Figure 3. Lower heating value of manure from the free-range system. 
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Figure 4. Annual chicken manure potential from various rearing systems in provinces of Poland. 
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Figure 5. Energy potential of chicken manure in provinces in Poland derived on the theoretical level. 
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Figure 6. Energy potential of chicken manure determined for Poland according to different technical scenarios. 
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Figure 7. The contribution of particular types of manure in the determined energy potential. 
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Table 1. Population of chicken in Poland and its provinces according to the rearing system, as of December 2017 on the basis of [22,23], in thousand.






Table 1. Population of chicken in Poland and its provinces according to the rearing system, as of December 2017 on the basis of [22,23], in thousand.





	
Province

	
Laying Hens

	
Broilers

	
Overall Chickens




	
Cage

	
Litter

	
Free-Range

	
Litter






	
Dolnośląskie (I)

	
1949.7

	
414.2

	
67.9

	
3463.0

	
5894.8




	
Kujawsko-Pomorskie (II)

	
1686.6

	
226.8

	
57.9

	
9842.3

	
11,813.6




	
Lubelskie (III)

	
1632.6

	
352.2

	
100.7

	
4469.5

	
6555.0




	
Lubuskie (IV)

	
1196.3

	
47.7

	
10.8

	
3463.0

	
4717.8




	
Łódzkie (V)

	
2057.9

	
255.0

	
129.2

	
9422.7

	
11,864.8




	
Małopolskie (VI)

	
2107.0

	
433.9

	
49.4

	
2473.6

	
5063.9




	
Mazowieckie (VII)

	
9449.1

	
842.6

	
335.6

	
27,333.0

	
37,960.3




	
Opolskie (VIII)

	
337.8

	
475.1

	
37.9

	
3215.6

	
4066.4




	
Podkarpackie (IX)

	
1699.0

	
367.5

	
32.6

	
3339.3

	
5438.3




	
Podlaskie (X)

	
616.7

	
690.2

	
17.2

	
11,254.8

	
12,578.8




	
Pomorskie (XI)

	
1481.6

	
181.6

	
55.6

	
4250.8

	
5969.6




	
Śląskie (XII)

	
1595.1

	
685.1

	
19.7

	
6170.9

	
8470.8




	
Świętokrzyskie (XIII)

	
1088.5

	
86.7

	
203.1

	
4205.1

	
5583.4




	
Warmińsko-Mazurskie (XIV)

	
913.9

	
20.8

	
29.1

	
3620.0

	
4583.8




	
Wielkopolskie (XV)

	
16,773.9

	
554.5

	
290.0

	
17,201.2

	
34,819.6




	
Zachodniopomorskie (XVI)

	
1016.0

	
269.4

	
96.0

	
9947.9

	
11,329.3




	
Poland–overall

	
45,601.7

	
5903.3

	
1,532.7

	
123,672.7

	
176,710.4
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Table 2. Daily production of droppings of various types of chickens and its density [24].
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Chicken Type

	
Daily Volume Per Bird (g)

	
Density of Droppings (kg·m−3)






	
Pullets

	
Ready to lay pullets

	
100

	
605




	
Meat pullets

	
110

	
680




	
Broilers

	
65

	
622




	
Adult hens

	
Laying hens

	
150

	
650




	
Parent laying hens

	
155

	
670




	
Meat chickens

	
160

	
680











[image: Table]





Table 3. Results of physicochem