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Abstract

:

Magnesium samples reinforced with 0.7, 1.4, and 2.4 vol.% of Inconel 718 particles were prepared using a disintegrated melt deposition technique followed by hot extrusion. Mechanical properties, thermal expansion, and damping were studied with the aim of revealing the particle influence on the microstructure, texture, tensile and compressive behavior, thermal expansion coefficient, and internal friction. The flow stresses are significantly influenced by the test temperature and the vol.% of particles. A substantial asymmetry in the tensile and compressive properties was observed at lower temperatures. This asymmetry is caused by different deformation mechanisms operating in tension and compression. The fiber texture of extruded composite samples, refined grain sizes, and the increased dislocation density improved the mechanical properties. On the other hand, a decrease in the thermal expansion coefficient and internal friction was observed.
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1. Introduction


Magnesium based microcomposites are modern advanced materials that combine a high specific modulus and strength with a significant damping capacity and dimension stability. These properties are extremely important for the car industry, where weight reduction decreases fuel consumption and CO2 emission. From this point of view, the design of new magnesium materials is a task of the highest priority. Magnesium micro and nanocomposites have, in the last two decades, been intensively studied. Properties of composites may be tailored for various purposes using different types of reinforcements. Mechanical properties of composites are influenced by several factors: processing technology, microstructure, substructure, the reinforcing effect of particles, and the quality of bonding between matrix and the reinforcing phase. Ceramic or metallic micro and nanoparticles introduced into Mg and Mg alloys contribute to strengthening besides of solid solution and precipitation hardening. Oxides, carbides, nitrides, or directly metallic particles have been used as the particulate reinforcements [1,2,3,4,5,6,7,8,9,10,11,12,13]. The addition of particles improved the Young modulus, hardness, mechanical properties, high temperature tensile and compressive strength, and fatigue properties. Improved corrosion, wear, and dynamic properties have also been reported. The ductility of the magnesium matrix composites was, however, adversely affected. Several review articles summarising findings on this field, together with many models describing mechanical properties of these materials, have been reported [1,2,3,4,5,6,7]. For the industrial applications of magnesium composites, physical properties such as thermal expansion, thermal conductivity, and internal friction are also important. Many composites are prepared using the powder metallurgical technologies. These materials exhibit significant plastic anisotropy following from their texture, which is a consequence of the magnesium hexagonal structure. Inconel 718 is a hardenable nickel-based superalloy designed for high temperature application. Inconel 718 also exhibits excellent strength (tensile yield stress of 1100 MPa, ultimate tensile strength of 1300 MPa) and good creep properties. This alloy has been used for jet engines and high-speed airframe parts [14]. A combination of the magnesium matrix with Inconel particles seem to be a good compromise to obtain a material with low density and improved mechanical properties.



The main purpose of the present work consists in studying the effect of Inconel 718 particles on the mechanical thermal and anelastic properties of magnesium. A theoretical analysis of the particle influence on deformation mechanisms, strengthening, thermal expansion and internal friction is also presented.




2. Materials and Methods


Pure magnesium was reinforced with 0.7, 1.4, and 2.4 vol.% of Inconel 718 particles and was prepared in the National University of Singapore using a disintegrated melt deposition technique. Composite samples are depicted here after as Mg + 0.7 In718, Mg + 1.4 In718, and Mg+ 2.4 In718. For comparison, pure Mg samples prepared with the same technique were used. Magnesium chips were melted together with the commercially available Inconel powder (0.2–5 μm), heated up to 750 °C, and stirred for 5 min. under an argon atmosphere. The composite melt was disintegrated by a normal current-oriented argon gas to the melt stream before being deposited onto a metallic substrate (for more details see [4]). Processed ingots with a diameter of 36 mm were homogenised for 1 h at 400 °C and subsequently hot extruded to the resulting diameter of 8 mm.



The microstructure and texture of composites were analyzed by a FEI Quanta 200 FX scanning electron microscope equipped with EDAX EBSD camera (Thermofisher Scientific, Hillsboro, OR, USA). OIM (Orientation Imaging Microscopy) software was utilized for EBSD (Electron BackScatter Diffraction) observations. The samples were first mechanically grinded and were then polished with a diamond suspension of the grade 3.1 and ¼ μm and alumina suspension of the grade 0.05 μm. Finally, the samples surface was ion-polished by Leica EM RES102 device (Leica Microsystems, Wetzlar, Germany) in order to get a high-quality surface for EBSD measurements.



The grain size was estimated using a light Olympus GX517 microscope (Olympus Corp., Tokyo, Japan) with the special Lucia (NIS-Elements 3.00) software (Laboratory Imaging, Praha, Czech Republic). Microhardness was estimated at the polished surface. For the sample preparation, the conventional mechanical polishing and etching were done using Glycol solution (1 mL HNO3, 24 mL water, 75 mL ethylene glycol). The microhardness of samples was measured using a Qness Q10 automatic microhardness tester (Qness GmbH, Wien, Austria) with a Vickers indenter. The indents were automatically evaluated along the line going across the sample section. The tests were performed at room temperature on the sections along extrusion direction (ED) (L orientation) and perpendicular to the extrusion direction (TD) (T orientation). The indenting load and its dwell time were 0.1 kg and 15 s, respectively.



Tensile and compression tests were performed in an Instron 5882 universal testing machine (Instron, Norwood, MA, USA) at an initial strain rate of the order of 10−3 s−1 in the temperature interval from room temperature up to 300 °C. The samples for the tensile tests had the dog bone shape, with a gauge length of 25 mm and a diameter of 5 mm. The samples for the compression tests had a cylinder shape, with a diameter of 6 mm and 10 mm height. The load and extension/shortening were recorded with a sampling frequency of 10 Hz. The fractional change in dimension dl/l (l is the immediate length of the specimen) and the corresponding actual cross section were determined. The true stress-true plastic strain curves were calculated according the equation in [15]. We have selected these curves because they better reflect the physical base of plastic deformation. The true stresses and true strains are also used for the modelling of strain hardening processes [16]. Characteristic stresses, i.e., the tensile/compression yield stress (TYS, CYS), the stress at plastic strain ε = 0.002, the maximum stress (MTS), and compressive peak stress (CPS) were determined.



The linear thermal expansion of cylindrical samples with diameter of 6 mm and 50 mm length was measured in a protective Ar atmosphere using a modified Netzsch 410 dilatometer (Netzsch GmbH, Selb, Germany). The measurements were carried out in a wide temperature range from room temperature up to 400 °C with a heating rate of 0.9 K/min. Four thermal cycles (heating-cooling) were performed with every specimen. A permanent shortening of samples was observed after the first thermal cycle as a result of the relaxation of thermal stresses being in samples after hot extrusion. The course of following measurements was practically the same, i.e., all thermal stresses were erased in the first cycle. The physical thermal expansion coefficient (CTE), α, was estimated as a derivative α=(1/L)·(dL/dT), where L is the sample length. The CTE values for room temperature were estimated as an extrapolation of the CTE vs temperature curves to room temperature.



The internal friction measurements were performed at room temperature in the Resonant Frequency and Damping Analyser (RFDA, IMCE N.V., Genk, Belgium). The samples were excited to vibrations in the resonant frequency using a small striker. The damping of the sample free vibrations was registered with a microphone and was processed using special software. The resonant frequency was ~8 kHz.




3. Results


3.1. Microstructure of Samples


The microstructure of samples is reported in Figure 1a–d and is taken from the section perpendicular to the ED. A substantial decrease of the grain size was observed. The pictures taken from the section parallel to the extrusion direction (ED) are shown in Figure 2a–d. Small grains in rows parallel to the ED are present in Figure 2a,b. These small grains are a consequence of the partial recrystallization during the hot extrusion. The microstructure of samples with higher content of In718 particles is more uniform, as shown in Figure 2c,d.



The dependence of grain size on the vol.% of the Inconel particles, estimated from light micrographs, is reported in Table 1. The grain size continuously decreases with increasing vol.% of particles. This decrease is marginal when the particles’ percentage increases from 1.4 to 2.4 vol.%. The grain size decreases with increasing number of nuclei which comprise the reinforcement particles.



The prevailing blue colour of grains in Figure 1a–d and the red colour in Figure 2a–d indicate existing texture of extruded samples. The EBSD pole figures calculated from Figure 1 are shown in Figure 3a–d. A typical     {  01  1 ¯  0  }     fibre texture, with the majority of grains having their basal planes parallel to the extrusion direction, was developed. It is also worth noting that, in the pure Mg sample     {  11  2 ¯  0  }    , fibre is present, but Inconel addition caused significant suppression of this texture element and an increase in the strength of the     {  01  1 ¯  0  }     fibre.



The microhardness measured on the section perpendicular to the ED (L) and the section parallel to the ED (T) are reported in Table 1 together with the grain size data. Microhardness increases with the vol.% of particles. Differences between values obtained for both directions are marginal.




3.2. Stres–Strain Curves


The true stress–true strain curves obtained in tension for pure Mg and composites with increasing volume content of In718 particles and various temperatures are shown in Figure 4a,c,e,g. All curves have a nearly parabolic character; deformation stresses decrease with increasing deformation temperatures while strains to fracture increase.



The stress–strain curves obtained in compression tests (see Figure 4b,d,f,h) exhibit a different character. For lower temperatures (RT-200 °C) the curves have the S-shape with a local stress maximum at strains 0.1–0.2. The tension–compression asymmetry of the flow curves is better to see in Figure 5a for pure Mg and Figure 5b for the Mg + 2.4 In718 sample. All curves were obtained at room temperature.



The tension–compression asymmetry decreases with increasing temperature and at about 200 °C vanishes, as is documented in Figure 6a for Mg + 0.7 In718. The tension compression asymmetry, i.e., the difference between TYS and CYS, increases with an increasing volume fraction of Inconel particles, as shown in Figure 6b. The values of TYS and CYS were estimated at room temperature. The difference between TYS and CYS is high; it increases from 73 MPa for pure Mg up to 100 MPa for Mg + 2.4 In718.



The temperature dependences of the TYS/CYS and MTS/CPS estimated for pure Mg are shown in Figure 7a,b. It is obvious that while the TYS and MTS decrease continuously with temperature, the CYS remains nearly constant at lower temperatures and then slowly decreases with temperature. The TYS and MTS estimated for all samples and temperatures are shown in Figure 8a,b, and the CYS and CPS are shown in Figure 9a,b. The TYS values estimated at room temperature increase with increasing volume fraction of In718 particles. At higher temperatures, TYS values slightly decreased for Mg + 2.4 In718. In compression tests the CYS estimated at 100 °C is slightly higher than the CYS measured at room temperature (RT) for Mg + 1.4 In718 and Mg + 2.4 In718. While in pure Mg, MTS rapidly decreases for temperatures higher than 100 °C, in samples containing In718 particles thermal stability was improved. The MTS values of composites at 200 °C were still higher than 200 MPa.




3.3. Physical Properties


The thermal expansion coefficient (CTE) extrapolated to room temperature is shown in Figure 10. It may be seen that CTE continuously decreases with increasing In718 content.



Similarly, the concentration dependence of the logarithmic decrement reported in Figure 11 decreases with an increasing volume fraction of the In718 particles. For comparison, the estimated decrease of the grain size is shown in the insert in Figure 11.





4. Discussion


4.1. Mechanical Properties


The main deformation mode in hexagonal magnesium is slip of <a> dislocations in basal (0001) planes. To satisfy the von Mises criterion for compatible deformation, which requires deformation in five independent slip systems, activity in the non-basal slip system or twinning is necessary. The EBSD pole figures shown in Figure 3 indicate that basal planes are mostly parallel to the extrusion direction (ED) meaning that the <c> axis is mostly perpendicular to the tensile/compression direction. The Schmid factor for basal planes is very low (or zero). Nevertheless, from Figure 3, it follows that basal planes are not strictly parallel to the ED. Then, we may consider that the key deformation mode at the beginning of the plastic flow during tensile deformation is the basal slip of <a> dislocations with the Burgers vector of    1 / 3 〈 11  2 ¯  0 〉   . These dislocations are also movable in prismatic planes. The hard orientation of prismatic planes is in the case when     [  11  2 ¯  0  ]     direction is perpendicular to the ED [17]. The soft orientation of the prismatic slip is realized when prismatic planes are oriented ±30° to the extrusion direction. The activity of the prismatic slip     {  10  1 ¯  0  }    〈  1 ¯  2  1 ¯  0 〉    should move the load direction always towards to the double prismatic slip (in the stereographic projection). The acoustic emission measurements show that mechanical twinning plays an important role at the tensile (and compression) deformation of textured magnesium materials. Trojanová et al. studied acoustic emission (AE) during tensile and compressive deformation of an AZ31 magnesium alloy submitted to rotary swaging [18]. They estimated massive acoustic emission at the beginning of deformation. The texture of the swaged alloy was like that observed in Mg + In718 samples. The emission signal was generated during formation of tensile twins. Such behaviour was observed by several authors and it is typical for hexagonal magnesium materials [19,20,21]. The commonly observed twinning modes are the     {  10  1 ¯  2  }        〈  1 ¯  011 〉    extension twins and the     {  10  1 ¯  1  }        〈 10  1 ¯  2 〉    contraction twins. The twins’ formation reorients the basal planes by 86.3°, and a compression twinning, which was observed in the later stages of deformation, by 56.2°, with respect to the parent lattice [22,23], was also observed. The Schmid factor for basal planes is, in the reoriented planes, still very low, and a slip in these planes is rather inadequate. The stress necessary for plastic deformation via prismatic slip is relatively high because of the high critical resolved shear stress (CRSS). The flow stress necessary for plastic deformation in prismatic planes is at low temperatures higher than that necessary for plastic flow in the basal system [24,25]. With increasing temperature, the critical resolved shear stress (CRSS) in the prismatic system with the <a> and <c+a> dislocations and the Burgers vector of    1 / 3 〈 11  2 ¯  3 〉    rapidly decreases, and so does the difference between the TYS and MTS (see Figure 7). The true stress–true strain curves observed in compression experiments at 23 and 100 °C have an S-character with a rapid increase of strain hardening and a local maximum at strains between 0.1–0.2. Moreover, the CYS values are lower compared with the values estimated in the tensile tests. This behaviour was observed for all materials studied. The AE measurements highlighted massive twinning at the beginning of the compressive deformation in textured samples if deformed in the ED. Figure 12 shows an EBSD picture of Mg + 1.7 In718 sample predeformed in compression to 2% of plastic strain. Twin boundaries are indicated with the white colour, grain boundaries with the black one. The image was taken from the section parallel to the ED. Compared to Figure 3c, the increased representation of prismatic planes can be seen as a consequence of the basal planes’ reorientation in the twinning process.



Máthis et al. studied the twinning process in pure Mg with randomly oriented grains using in situ methods AE and neutron diffraction [26]. They developed a new method that is capable to distinguish the activity of basal and non-basal slip and twinning. They estimated that, in the stress region of 15–40 MPa in tension and 10–30 MPa in compression, the twinning deformation mode dominates. In compression, the AE activity of twinning was close to zero above 30 MPa, which simply reflects the fact that the AE is not sensitive to twin growth. This behaviour was also observed in the textured AZ31 magnesium alloy, and the twins’ growth was established by means of EBSD [18]. Hong et al., who were studying twinning in textured magnesium polycrystals deformed perpendicular to the <c> axis, estimated that various twins’ variants are activated in tension and compression [27]. In compression, only one twin variant, or the twin pair with the highest Schmid factor, is activated. Newly created twins are parallel and promote the twin growth and consequently a rapid increase of the twinned volume. At a strain of 5–6% (depending on the grain size) the whole volume is practically twinned [18]. During tension along the <c> axis, all six twin variants are possible to activate and therefore twins are formed in various directions intersecting each other. This causes a retarding of the twins’ growth and decreases the grains volume deformed by twinning. Twinning and the twins’ growth are the main deformation modes in samples deformed in compression at room temperature and 100 °C. The total deformation realised by twinning exhibits ~6%; further deformation is realized by dislocation slip. The reoriented twinned parts of grains still have unfavourable orientation for basal slip. Then, the deformation continues due to the non-basal slip of <a> and the <c+a> dislocations in the prismatic and pyramidal planes. Mechanical twinning is not a thermally-activated process, unlike the dislocation motion. This is also the reason why observed tension–compression anisotropy of the yield stress vanishes at temperatures 200–230 °C—see Figure 6a. Because of more effective thermal activation at elevated temperatures, the stress necessary for deformation continuation is comparable, or lower, for dislocation slip and twinning. The newly created twin boundaries at the very beginning of plastic deformation and thin contraction twins that only occupy small volume represent impenetrable obstacles for dislocation motion, restricting the mean free path of dislocation and thus contributing to strain hardening, which is manifested by the high values of the work hardening coefficient rate [28,29].



This is also a reason explaining why the difference between CYS and CPS is, at lower temperatures, so big compared with the difference between the TYS and MTS (in the case of pure Mg ~200 MPa against ~100 MPa). This fact is well demonstrated in Figure 13.



While the yield stresses estimated in tension are higher for all concentrations than the yield stresses estimated in compression (see Figure 13a), the maximum stresses measured in compression are higher when compared with those estimated in tension (Figure 13b). This is due to a high strain hardening as a result of many twin boundaries and tiny twins, which are strong obstacles for dislocation motion. The activity of the softening processes as a cross slip and the dislocation climb is reason for the decreasing strain hardening rate observed at elevated temperatures. At the point of the maximum true stress, the work hardening rate is zero and the stable deformation process ends.



The grain size of samples decreases with an increasing volume fraction of Inconel particles, as is shown in Table 1. Vickers microhardness (HV) measured on the section perpendicular to the extrusion direction and on the section parallel to the extrusion direction are plotted against d−1/2 (d is the grain size in mm) in Figure 14. It is obvious that there is only a marginal difference between both sample sections. On the other hand, the linear course of both dependences is moderately fulfilled.



The slopes of the dependences exhibit relatively high values, i.e., KH(L) = 27.2 MPa·mm1/2 and KH(T) = 25.5 MPa·mm1/2. The small difference between HV estimated in both directions is very probably due to the fact that the microhardness measurement is, in principle, different from the plasticity experiment and therefore is not simply comparable with the tensile yield stress used, for example, in the Tabor rule [30].




4.2. Influence of Particles


The experimental yield stress values obtained at room temperature were plotted against the grain size d−1/2 in Figure 15 (dash line). Two different dependences with the different slopes were found because of the tensile–compression asymmetry. The observed increase of the yield stresses with decreasing grain size represents Hall–Petch strengthening and a component reflecting the presence of Inconel particles in the magnesium matrix, Δσ:


   σ  (  c o m  )  =  σ 0  +  K y   d  − 1 / 2   + Δ σ ,   



(1)




where σ0 is a material constant denoting the stress for dislocation motion, Ky is the strengthening coefficient, and d the average grain diameter. The strengthening contribution of particles, Δσ, may incorporate several terms:




	(i)

	
Increased dislocation density due to a big difference in the CTE between the matrix and the reinforcing phase (so called thermal dislocations, ρT);




	(ii)

	
The generation of geometrically necessary dislocations during plastic deformation, ρG;




	(iii)

	
The load transfer of stress from the matrix to the reinforcing phase particles;




	(iv)

	
Orowan strengthening.









The generation of thermal and geometrically necessary dislocation densities, ρT and ρG, can be calculated according to the formulae done by Arsenault and Shi [31] and Ashby [32]:


    ρ T  =   B V p   Δ α Δ T   b  (  1 − V p  )       1 t  ,   



(2)




where B is a geometrical constant (B = 12 for particles), Vp is the volume fraction of particles, and ΔαΔT is the thermal strain (Δα is a difference between CTE of the matrix and particles, b is the Burgers vector of the newly created dislocations and the t minimum size of the reinforcing phase particles. ΔT is temperature decrease during the composite manufacture. The geometrically necessary dislocation density can be calculated according the simple relationship


    ρ G  =   V p 8  ε p    b t   ,   



(3)




where εp is plastic strain. The strengthening effect, ΔσD, following from the increased dislocation density, may be calculated according to the known Taylor equation:


   Δ  σ D  =  α 1  m G b    (   ρ T  +  ρ G   )    1 / 2   .   



(4)







In Equation (4), α1 is a constant, m is the Taylor factor, and G is the shear modulus. The load transfer is for equiaxial particles done by the relation derived by Aikin and Christodoulou [33].


   Δ  σ  L T   = 0.5   V p    σ y  ,   



(5)




where σy is the yield stress in the matrix. The Orowan strengthening term can be calculated as follows [34]:


    σ  O R   =   G b   Λ   +  5  2 π   G V p  ε p  ,   



(6)




where Λ is the mean distance between particles in the slip plane.



Because the volume fraction of particles is very low, the load transfer only plays a marginal role; the maximum value calculated for the highest concentration of 2.4 vol.% exhibits ~2 MPa. Likewise, the contribution of the Orowan term is also not weighty. Microscopic inspection revealed that reinforcing particles are situated mainly in the grain boundaries. They represent no strong obstacle for dislocation motion. From this point of view, the Orowan strengthening term is marginal. Particles in grain boundaries may prevent, at higher temperatures, the grain boundary from sliding and contributing to the higher temperature stability of the material. The main strengthening mechanism is an increase in the dislocation density. The values calculated according Equations (2) and (3) are reported in Table 2 together with the stress, ΔσD, estimated on the base of the Equation (4). The parameters and constants used for calculations are stated in Table 3.



Subtracting the particle’s strengthening contributions, “pure” Hall-Petch term, σHP, may be obtained. Revisited stress values corresponding to the H-P strengthening (see Table 2) were replotted against d−1/2 in Figure 14 (solid line). Experimental points were fitted by a linear dependence as: σ(TYS) = 87.5 + 10.5d−1/2 and σ(CYS) = 42.7 + 6.8d−1/2 (the slope is calculated in MPa·mm1/2). The grain size sensitivity of magnesium and magnesium alloys was studied in many papers depending on the grain size, texture, manufacturing method, or deformation mode [37,38,39,40,41]. Armstrong and Worthington [42] proposed that stress necessary for twinning should have similar dependence on the grain size as it was formulated for dislocation deformation.


    σ t  =  σ  0 t   +  k t   d  − 1 / 2   ,   



(7)




where indices t is related to twinning. It is generally accepted that the grain size influences extensive twins’ formation through two aspects: (i) certain stress concentration along the grain boundary triggers the twin nucleation [22] and (ii) the grain size limits the grain growth. Owing to different deformation mechanisms in tension and compression, which are observed in textured Mg alloys, the grain size sensitivity also differs. Wang et al. [40] found for the extruded AZ31 alloy, deformed in tension parallel to the ED, Ky = 9.6 MPa·mm1/2, which is close to the value of 10.5, that was estimated in this study. For the same AZ31 alloy extruded and deformed in compression, Chang et al. [43] found a higher value of Kt = 12.3 MPa·mm1/2. Wang and Choo, studying the influence of texture on the Hall–Petch relationship, estimated different K values for various deformation mechanisms [41]. The lowest grain size sensitivity was estimated for basal slip (2.61), increased for prismatic slip (5.54), and was the highest for pyramidal slip (9.86). Extension twinning exhibits a higher value of the H-P constant Kt (3.48), although the CRSS for twin nucleation is lower than the stress necessary for dislocation motion. Relatively high values of the Hall–Petch constant estimated in tension and compression indicate the importance of the non-basal slip as a deformation mechanism in textured Mg + In718 samples.




4.3. Thermal Expansion


Figure 11 shows a decrease in the CTE with volume fraction of In718 particles. In the literature, there are several theoretical models [44,45,46,47] expressing the concentration dependence of the reinforcing phase on the CTE. If only hydrostatic stresses exist between phases in the composite simple, Turner’s relationship for the composite CTE can be written as follows [44]:


    α C  =    α m   V m   K m  +  α p   V p   K p     V m   K m  +  V p   K p    ,   



(8)




where α, V, and K are CTE, volume fraction, and the bulk modulus, respectively, indices C, m, and p refer to composite, matrix, and particles, respectively. Shapery developed a new method for calculating the upper and lower bounds of the thermal expansion coefficients of isotropic and anisotropic composites with isotropic phases, and gave explicit formulas for linear coefficients of expansion, considering beside hydrostatic stresses alas well as the shear stress [46]:


    α C  =  α m   V m  +  α p   V p  +   4  G m     K C         (   K C  −  K p   )     (   α m  −  α p   )     V p    4  G m  + 3  K p    ,   



(9)




where Gm is the shear modulus of the matrix. The composite bulk modulus KC may be calculated according the Equation (10) [48].


    K c  =      V p   K p    3  K p  + 4  G m    +    V m   K m    3  K m  + 4  G m         V p    3  K p  + 4  G m    +    V m    3  K m  + 4  G m      .   



(10)







Equation (9) expresses the situation with the upper bound. The lower bound can be calculated using the same formula when indices p and m are inverted. The composite CTEs estimated according Equations (8) and (9) are shown in Figure 16. Turner’s and Schapery’s models were used. For the calculation, the following values were used: Gp = 80 GPa [47], Km = 42.5 GPa, Kp = 125 GPa [49].



Observed decrease of the CTE is more pronounced than that predicted by the theoretical models of CTE. The decrease of experimental CTE values with the vol.% of In718 particles may be caused by two main reasons:




	(i)

	
Improved texture with increasing vol.% of In718 particles




	(ii)

	
An increase of dislocation density due to the presence of particles.









The thermal expansion of the hexagonal Mg single crystals exhibits a significant anisotropy. CTE values, estimated by the X-ray measurements of lattice constants, showed that the thermal expansion is higher in the <c> axis direction compared with that measured in the <a> direction [50].


<a> = 0.3208 + [7.045(T − 20) + 0.0047 × (T − 20)2] × 10−6 nm,

<c> = 0.5276 + [11.758(T − 20) + 0.0080 × (T −20 )2] × 10−6 nm,



(11)




where T is temperature in °C. Texture measurements showed that, in many grains, basal planes (containing <a> direction) are parallel to the extrusion and also the CTE measurement direction. The number of oriented grains, with the basal plane parallel to the ED, increases with the increasing vol% of particles. This improved texture decreases the thermal expansion in the ED. As it was shown experimentally in the case of Mg with 3 vol.% of BN nanoparticles, the CTE decreases after the predeformation of samples in tension [51]. An increasing dislocation density with increasing vol.% of In718 particles may cause an anomalous decrease in the CTEs. Both the reasons for the observed CTE decrease consist in the fact that the matrix microstructure is not constant, and it changes with the increasing vol.% of particles.




4.4. Internal Friction


The logarithmic decrement depending on the vol.% of In718 particles is shown in Figure 11. The decrement increases with the increasing particle volume concentration. The occurrence of damping in solids may be due to a variety of reasons: the anisotropy of materials, all inhomogeneities in materials such as grain boundaries, particles of the second phases, or some internal mechanism(-s), which convert mechanical energy carried by (ultra-)sonic wave largely into heat. These internal friction mechanisms can be connected with the movement of various lattice defects [52]. Among the sources of internal friction, dislocations play an important role [53,54]. According to the Granato and Lűcke model of the dislocation internal friction, the decrement depends on the length, ℓ, of dislocation segments captured on weak pinning points [55,56]. Such weak pinning points may be foreign atoms or their small clusters. The periodic stress σ = σ0sinωt (σ0 is stress amplitude and ω angular frequency and t time) is applied. For small strain amplitudes (smaller than ~10−4) the decrement can be expressed as:


   δ =   Ω B ρ ω  ℓ 4     E L   b 2    ,   



(12)




where Ω is an orientation factor, B is the coefficient of dislocation friction, EL is tension in a dislocation line, and b is the Burgers vector of dislocations. The mean total density of dislocations is ρ. From Equation (12), it follows that the decrement is very sensitive to the dislocation substructure, which is on the other hand different in very small grains compared with the coarse-grained materials. Grain size, depending on the vol.% of particles is for the comparison introduced in the insert of Figure 11. It can be seen that the observed decrease of decrement indicates the same tendency as the decrease of the grain size. A smaller grain size limits the length of dislocation segments and the area swept in the slip plane by dislocations. The high sensitivity of this mechanism is done by the fourth power of ℓ in Equation (12). Collisions with phonons and electrons contribute also to the dissipation of mechanical energy. It is interesting to note that lower values of decrement, estimated in samples containing In718 particles, indicate good bonding between the magnesium matrix and Inconel 718 particles. A weak bonding between particles and the matrix should be manifested by a high internal friction because of interface sliding [57].





5. Conclusions


Magnesium reinforced by Inconel 718 particles was prepared with the disintegrated melt deposition method followed by hot extrusion. Mechanical properties, thermal expansion, and internal friction were studied. The following conclusions from this complex study can be drawn:




	
Inconel 718 nanoparticles substantially refined microstructure and improve mechanical properties.



	
The texture of extruded composites influenced the mechanical properties and it is also reason for the observed tension–compression asymmetry. The different deformation mechanisms operating at temperatures up to 200 °C in tension and compression were estimated.



	
The main reinforcing mechanisms are Hall–Petch strengthening and an increased dislocation density.



	
Texture and an increased dislocation density are very likely to be the reason for a rapid decrease in the thermal expansion coefficient with the increase in volume fraction of Inconel 718 particles.



	
The observed decrease in the logarithmic decrement is caused by the grain size refinement. This also applies to the decrease in the length of the dislocation segments, which are the main source of internal friction.












Author Contributions


Z.T. and P.L. conceived and designed the experiments; M.G. and S.S. prepared materials using their original method of disintegrated melt deposition; P.M. analyzed microstructure and texture; G.N. carried out the mechanical tests; Z.D. performed thermal measurements; Z.T. measured internal friction; Z.T., G.N., J.D. and Z.D. analyzed the data; Z.T. and P.L. wrote the paper. All authors have read and agreed to the published version of the manuscript.




Funding


This research was partially funded by the project Development of West-Bohemian Centre of Materials and Metallurgy No.: LO1412, financed by the MEYS of the Czech Republic. P.M. acknowledges financial support by ERDF under project No. CZ.02.1.01/0.0/0.0/15 003/0000485.




Conflicts of Interest


The authors declare no conflict of interest.




References


	



Gupta, M.; Nai, S.M.L. Magnesium, Magnesium Alloys, and Magnesium Composite; John Wiley & Sons, Inc.: Hoboken, NJ, USA, 2011. [Google Scholar]

	



Trojanová, Z.; Lukáč, P.; Száraz, Z.; Drozd, Z. Mechanical and Acoustic Properties of Magnesium Alloys Based (Nano) Composites Prepared by Powder Metallurgical Routs. In Light Metal Alloys Applications; Monteiro, W.A., Ed.; InTech: Rijeka, Croatia, 2014; pp. 163–197. [Google Scholar]

	



Dieringa, H. Properties of magnesium alloys reinforced with nanoparticles and carbon nanotubes: A review. J. Mater. Sci. 2011, 46, 289–306. [Google Scholar] [CrossRef]

	



Gupta, M.; Wong, W.L.E. Magnesium-based nanocomposites: Lightweight materials of the future. Mater. Charact. 2015, 105, 30–46. [Google Scholar] [CrossRef]

	



Gupta, M.; Wong, W.L.E. An insight into processing and characteristic of magnesium based composites. In Magnesium Technology; Alderman, M., Manuel, M.V., Hort, N., Neelameggham, N.R., Eds.; Springer: Cham, Switzerland, 2014; pp. 419–428. [Google Scholar]

	



Casati, R.; Vedani, M. Metal matrix composites reinforced by nano particles—A review. Metal 2014, 4, 65–83. [Google Scholar] [CrossRef]

	



Jayakumar, J.; Raghunath, B.K.; Rao, T.H. Recent development and challenges in synthesis of magnesium matrix nano composites—A Review. Int. J. Latest Res. Sci. Technol. 2012, 1, 164–171. [Google Scholar]

	



Ye, H.Z.; Liu, X.Y. Review of recent studies in magnesium matrix composites. J. Mater. Sci. 2004, 9, 6153–6171. [Google Scholar] [CrossRef]

	



Hassan, S.F.; Gupta, M. Development of novel new magnesium/nickel composite with improved mechanical properties. J. Alloy Compd. 2002, 335, 110–115. [Google Scholar] [CrossRef]

	



Hassan, S.F.; Gupta, M. Development of ductile magnesium composite using titanium as reinforcement. J. Alloy Compd. 2002, 345, 246–251. [Google Scholar] [CrossRef]

	



Hassan, S.F.; Gupta, M. Development of a novel magnesium-copper based composite with improved mechanical properties. Mater. Res. Bull. 2002, 37, 377–389. [Google Scholar] [CrossRef]

	



Hassan, S.F.; Gupta, M. Increasing elastic modulus, strength and CTE of AZ91 by reinforcing pure magnesium with elemental copper. Mater. Lett. 2004, 58, 2143–2146. [Google Scholar] [CrossRef]

	



Tjong, S.C. Novel nanoparticle-reinforced metal matrix composites with enhanced mechanical properties. Adv. Eng. Mater. 2007, 9, 639–652. [Google Scholar] [CrossRef]

	



ASM Aerospace Specification Metals Inc. Available online: http://asm.matweb.com/search/SpecificMaterial.asp?bassnum=NINC3 (accessed on 20 November 2019).

	



Reid, C.N. Deformation Geometry; Pergamon Press Ltd.: New York, NY, USA, 1973. [Google Scholar]

	



Steinmetz, D.R.; Jäpel, T.; Wietbrock, B.; Eisenlohr, P.; Gutierrez-Urrutia, I.; Saeed-Akbari, A.; Hickel, T.; Roters, F.; Raabe, D. Revealing the strain behavior of twinning-induced plasticity steels: Theory, simulations, experiments. Acta Mater. 2013, 61, 494–510. [Google Scholar] [CrossRef]

	



She, J.; Pan, F.; Zhang, J.; Tang, A.; Luo, S.; Yu, Z.; Song, K.; Radhad, M. Microstructure and mechanical properties of Mg-Al-Sn extruded alloys. J. Alloy Compd. 2016, 657, 893–905. [Google Scholar] [CrossRef]

	



Trojanová, Z.; Drozd, Z.; Škraban, T.; Minárik, P.; Džugan, J.; Halmešová, K.; Németh, G.; Lukáč, P.; Chmelík, F. Effect of rotary swaging on microstructure and mechanical properties of an AZ31 magnesium alloy. Adv. Eng. Mater. 2019, 22, 1900596. [Google Scholar] [CrossRef]

	



Máthis, K.; Čapek, J.; Zdražilová, Z.; Trojanová, Z. Investigation of tension-compression asymmetry of magnesium by use of the acoustic emission technique. Mater. Sci. Eng. A 2011, 528, 5904–5907. [Google Scholar] [CrossRef]

	



Bohlen, J.; Dobroň, P.; Swiostek, J.; Letzig, D.; Chmelík, F.; Lukáč, P.; Kainer, K.U. On the influence of the grain size and solute content on the AE response of magnesium alloys tested in tension and compression. Mater. Sci. Eng. A 2007, 462, 302–306. [Google Scholar] [CrossRef]

	



Trojanová, Z.; Dash, K.; Máthis, K.; Lukáč, P.; Kasakewitsch, A. Elastic and plastic behaviour of an ultrafine-grained Mg reinforced with BN nanoparticles. J. Mater. Eng. Perform. 2018, 27, 3112–3121. [Google Scholar] [CrossRef]

	



Barnett, M.R. Twinning and the ductility of magnesium alloys part I: Tension twins. Mater. Sci. Eng. A 2007, 464, 1–7. [Google Scholar] [CrossRef]

	



Barnett, M.R. Twinning and the ductility of magnesium alloys part II. “contraction” twins. Mater. Sci. Eng. A 2007, 464, 8–16. [Google Scholar] [CrossRef]

	



Obara, T.; Yoshinaga, H.; Morozumi, S. {11-22} 〈1123〉 slip system in magnesium. Acta Metall. 1973, 21, 845–853. [Google Scholar] [CrossRef]

	



Máthis, K.; Chmelík, F.; Janeček, M.; Hadzima, B.; Trojanová, Z.; Lukáč, P. Investigating deformation processes in AM60 magnesium alloy using the acoustic emission technique. Acta Mater. 2006, 54, 5361–5366. [Google Scholar] [CrossRef]

	



Máthis, K.; Csiszar, G.; Čapek, J.; Gubicza, J.; Clausen, B.; Lukáš, P.; Vinogradov, A.; Agnew, S.R. Effect of the loading mode on the evolution of the deformation mechanisms in randomly textured magnesium polycrystals-comparison of experimental and modeling results. Inter. J. Plast. 2015, 72, 127–150. [Google Scholar] [CrossRef]

	



Hong, S.G.; Park, S.H.; Lee, C.S. Role of twinning characteristics in the deformation behaviour of a polycrystalline magnesium alloy. Acta Mater. 2010, 58, 5873–5885. [Google Scholar] [CrossRef]

	



Knezevic, M.; Levinson, A.; Harris, R.; Mishra, R.K.; Doherty, R.D.; Kalidindi, S.R. Deformation twinning in AZ31: Influence on strain hardening and texture evolution. Acta Mater. 2010, 58, 6230–6242. [Google Scholar] [CrossRef]

	



Trojanová, Z.; Lukáč, P. Physical aspects of plastic deformation in Mg-Al alloys with Sr and Ca. Int. J. Mater. Res. 2009, 100, 270–276. [Google Scholar] [CrossRef]

	



De Castro, V.; Leguey, T.; Muñoz, A.; Monge, M.A.; Pareja, R. Relationship between hardness and tensile tests in titanium reinforced with yttria nanoparticles. Mater. Sci. Eng. A 2005, 400–401, 345–348. [Google Scholar] [CrossRef]

	



Arsenault, R.J.; Shi, N. Dislocation generation due to differences between the coefficients of thermal expansion. Mater. Sci. Eng. 1986, 81, 175–187. [Google Scholar] [CrossRef]

	



Ashby, M.F. The deformation of plastically non-homogeneous materials. Philos. Mag. 1970, 21, 399–424. [Google Scholar] [CrossRef]

	



Aikin, R.M., Jr.; Christodoulou, L. The role of equiaxed particles on the yield stress of composites. Scr. Metall. Mater. 1991, 25, 9–14. [Google Scholar] [CrossRef]

	



Yeh, Y.H.; Nakashima, H.; Kurishita, H.; Goto, S.; Yoshinaga, H. Threshold stress for high-temperature creep in particle strengthened Al-1.5 vol% Be alloys. Mater. Trans. JIM 1990, 31, 284–292. [Google Scholar] [CrossRef]

	



Cáceres, C.H.; Lukáč, P. Strain hardening behaviour and the Taylor factor of pure magnesium. Philos. Mag. 2008, 88, 977–989. [Google Scholar] [CrossRef]

	



Lavrentev, F.F.; Pokhil, Y.A. Relation of dislocation density in different slip systems to work-hardening parameters for magnesium crystals. Mater. Sci. Eng. 1975, 18, 261–270. [Google Scholar] [CrossRef]

	



Yu, H.; Xin, Y.; Wang, M.; Liu, Q. Hall-Petch relationship in Mg alloys: A review. J. Mater. Sci. Technol. 2018, 34, 248–256. [Google Scholar] [CrossRef]

	



Mabuchi, M.; Chino, Y.; Iwasaki, H.; Aizawa, T.; Higashi, K. The grain size dependence and texture dependence of tensile properties in extruded Mg-9Al-1Zn alloy. Mater. Trans. 2001, 42, 1182–1189. [Google Scholar] [CrossRef]

	



Razavi, S.M.; Foley, D.C.; Karaman, I.; Hartwig, K.T.; Duyugulu, O.; Kecskes, L.J.; Mathaudhu, S.N.; Hammond, V.H. Effect of grain size on prismatic slip in Mg-3Al-1Zn alloy. Scr. Mater. 2012, 67, 439–442. [Google Scholar] [CrossRef]

	



Wang, Y.N.; Chang, C.I.; Lee, C.J.; Lin, H.K.; Huang, J.C. Texture and weak dependence in friction stir processed Mg-Al-Zn alloy. Scr. Mater. 2006, 55, 637–640. [Google Scholar] [CrossRef]

	



Wang, Y.; Choo, H. Influence of texture on hall-petch relationship in an Mg alloy. Acta Mater. 2014, 81, 83–97. [Google Scholar] [CrossRef]

	



Armstrong, R.W.; Worthington, P.A.; Armstrong, R.W.; Worthington, P.A. A Constitutive Relation for Deformation Twinning in Body Centered Cubic Metals. In Metallurgical Effects at High Strain Rates; Rohde, R.W., Butcher, B.M., Holland, J.R., Karnes, C.H., Eds.; Plenum Press: New York, NY, USA, 1973; pp. 401–414. [Google Scholar]

	



Chang, L.L.; Wang, Y.N.; Zhao, X.; Qi, M. Grain size and texture effect on compression behaviour of hot-extruded Mg-3Al-1Zn alloys at room temperature. Mater. Charact. 2009, 60, 991–994. [Google Scholar] [CrossRef]

	



Turner, P.S. Thermal expansion stresses in reinforced plastics. Natl. Bur. Stand. 1946, 37, 239–250. [Google Scholar] [CrossRef]

	



Kerner, E.H. The elastic and thermo-elastic properties of composite media. Proc. Phys. Soc. 1956, 69, 808–813. [Google Scholar] [CrossRef]

	



Schapery, R.A. Thermal expansion coefficients of composite materials based on energy principles. J. Compos. Mater. 1968, 4, 380–404. [Google Scholar] [CrossRef]

	



Lei, Z.; Zhao, K.; Wang, Y.; An, L. Thermal expansion of Al matrix composites reinforced with hybrid micro-/nano-sized Al2O3 particles. J. Mater. Sci. Technol. 2014, 30, 61–64. [Google Scholar] [CrossRef]

	



Hashin, Z.; Shtrikman, S. A Variational Approach to the theory of the elastic behavior of multiphase materials. J. Mech. Phys. Solids 1963, 11, 127–140. [Google Scholar] [CrossRef]

	



Fukuhara, M.; Sanoei, A. Elastic moduli and internal frictions of Inconel 718 and Ti-6Al-4V as function of temperature. J. Mater. Sci. Lett. 1993, 12, 1122–1124. [Google Scholar] [CrossRef]

	



Lukáč, P. Physical Metallurgy. In Magnesium Technology: Design Data, Applications; Friedrich, H., Mordike, B.L., Eds.; Springer: Berlin, Germany, 2006; pp. 63–107. [Google Scholar]

	



Trojanová, Z.; Drozd, Z.; Minárik, P.; Lukáč, P.; Kasakewitsch, A. Influence of texture on the thermal expansion coefficient of Mg/BN nanocomposite. Thermochim. Acta 2016, 644, 69–75. [Google Scholar] [CrossRef]

	



Blanter, M.S.; Golovin, I.S.; Neuhäuser, H.; Sinning, R.R. Internal Friction in Metallic Materials, Springer Series in Materials Science; Springer: Berlin, Germany, 2007. [Google Scholar]

	



Trojanová, Z.; Drozd, Z.; Lukáč, P.; Minárik, P.; Džugan, J.; Halmešová, K. Amplitude dependent internal friction in AZ31 alloy sheets submitted to accumulative roll bonding. Low Temp. Phys. 2018, 44, 1233–1240. [Google Scholar] [CrossRef]

	



Trojanová, Z.; Lukáč, P.; Džugan, J.; Halmešová, K. Amplitude dependent internal friction in a Mg-Al-Zn alloy studied after thermal and mechanical treatment. Metals 2017, 7, 433. [Google Scholar] [CrossRef]

	



Granato, A.V.; Lücke, K. Theory of mechanical damping due to dislocations. J. Appl. Phys. 1956, 27, 583–593. [Google Scholar] [CrossRef]

	



Granato, A.V.; Lücke, K. Application of dislocation theory to internal friction phenomena at high frequencies. J. Appl. Phys. 1956, 27, 789–805. [Google Scholar] [CrossRef]

	



Trojanová, Z.; Ferkel, H.; Lukáč, P.; Riehemann, W. Two new high-damping magnesium composites. Phys. Stat. Sol. 2007, 193, 205–210. [Google Scholar] [CrossRef]








[image: Materials 13 00798 g001 550] 





Figure 1. Microstructure of samples visible in sections perpendicular to the extrusion direction taken for: (a) pure Mg, (b) Mg + 0.7 In718, (c) Mg + 1.4 In718, and (d) Mg + 2.4 In718. 
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Figure 2. Microstructure of samples visible in sections parallel to the extrusion direction taken for: (a) pure Mg, (b) Mg + 0.7 In718, (c) Mg + 1.4 In718, and (d) Mg + 2.4 In718. 
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Figure 3. Electron back scatter (EBSD) inverse pole figures (IPF) calculated from Figure 1 for: (a) pure Mg, (b) Mg + 0.7 In718, (c) Mg + 1.4 In718, and (d) Mg + In718 (scale: blue to red). 
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Figure 4. True stress–true strain curves obtained in tension and compression for (a,b) pure Mg, (c,d) Mg + 0.7 In718, (e,f) Mg + 1.4 In718, (g,h) Mg + 2.4 In718. 
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Figure 5. Stress–strain curves obtained in tension and compression at room temperature for (a) pure Mg and (b) Mg + 2.4 In718. The tension–compression asymmetry is obvious. 
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Figure 6. Tension–compression asymmetry: (a) TYS and CYS estimated for Mg + 0.7 In718 at various temperatures and (b) the difference between TYS and CYS estimated at room temperature depending on the vol.% of Inconel particles. 
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Figure 7. Temperature dependence of characteristic stresses obtained in (a) tension and in (b) compression for pure Mg. 
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Figure 8. Characteristic stresses estimated for various particles’ content and temperatures in tension: (a) tensile yield stress (TYS) and (b) maximum tensile stress (MTS). 
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Figure 9. Characteristic stresses estimated for various particles content and temperatures in compression: (a) compression yield stress (CYS) and (b) compressive peak stress (CPS). 
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Figure 10. Concentration dependence of the thermal expansion coefficient (CTE). 
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Figure 11. Concentration dependence of logarithmic decrement. 
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Figure 12. EBSD image of the Mg + 1.7 In718 sample after predeformation εpl = 0.02. 
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Figure 13. Concentration dependence of (a) the yield stress (TYS/CYS) and (b) the maximum/peak stress (MTS/CPS) estimated at room temperature. 
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Figure 14. Microhardness measured in two directions plotted against d−1/2. 
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Figure 15. TYS and CYS plotted against d−1/2. Experimental values are linked with the dash line, and corrected values are linked with the solid line. 
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Figure 16. Concentration dependence of the thermal expansion coefficient. 
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Table 1. Grain size and the microhardness estimated from sections perpendicular and parallel to the extrusion direction.
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	Sample
	d (μm)
	HV (L)
	HV(T)





	Mg
	17.3 ± 8.3
	40.2 ± 3.3
	41.7 ± 3.1



	Mg + 0.7 In718
	12.7 ± 8.2
	49.0 ± 3.0
	49.3± 3.3



	Mg + 1.4 In718
	5.7 ± 2.0
	55.0 ± 3.0
	54.5 ± 2.4



	Mg + 2.4 In718
	4.1 ± 2.0
	65.2 ± 4.0
	65.7 ± 4.0
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Table 2. Contribution of the increased dislocation density to the yield stress of Mg + In719 composites.
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	Material
	ρT (m−2)
	ρG (m−2)
	ΔσD (MPa)
	σexp (MPa)
	σHP (MPa)





	Mg + 0.7 In718
	4.6 × 1011
	1.3 × 1011
	17.9
	131.0
	113.1



	Mg + 1.4 In718
	9.3 × 1011
	2.7 × 1011
	25.4
	151.8
	126.4



	Mg + 2.4 In718
	1.6 × 1012
	4.6 × 1011
	33.3
	185.0
	151.7
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Table 3. Constants and parameters used for calculations stress values in Table 2.
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	B. vector b
	T. factor m
	α1 constant
	G modulus
	CTE (Mg)
	CTE (In718)
	ΔT





	3.2 × 10−10 m
	4.6
	0.35
	17 Gpa
	24.8
	12.8
	380 °C



	
	[35]
	[36]
	
	see Figure 10
	[14]
	











© 2020 by the authors. Licensee MDPI, Basel, Switzerland. This article is an open access article distributed under the terms and conditions of the Creative Commons Attribution (CC BY) license (http://creativecommons.org/licenses/by/4.0/).






media/file13.jpg
100

yield stress (MPa)

0

a Mg+0.7 In718.

compression

0

50 100 150 200 250 300 350
temperature (°C)

(@)

TYS-CYS (MPa)

140

120

100

Mg#In718

00 05 10 15 20 25 30
ol% In718

(b)





media/file4.png





media/file30.png
Mg+In718

800

700 -

(@] (@]
(@] (@]
(o) T
(edIN) AH

1
o
S
<

300 -

200

12 14 16 18
a2 (mm"?)

10





media/file8.jpg
400
- Mg+2.41n718 RT Mg+2.4 n718
300 —-— tension 300 100 compression
R s
200 S
% 200 %“ L % 200 e
100 300 # 100 G
b— s
. - o

00 02 04 06 08 10

®

00 01 02 03 04 05 08

®






media/file18.png
TYS (MPa)

400 1 I I
mmm 25 °C :
m= 100 °C tension

300 9 == 200°C
mmmm 300 °C

200 -

100 -~

O = T
0 1 2
vol.% In718

(a)

MTS (MPa)

mmm 25 °C _
400 { === 100 °C tension
mmmm 200 °C
300 { = 300 °C
200 -
100 -
O = T
0 1 2

vol.% In718
(b)






media/file21.jpg
252 T T T

24.8 Mg+In718
24.4
24.0 A
23.6
232 T T T
0 1 2

vol.% In718





media/file26.png





media/file27.jpg
350

TYSICYS (MP2)

Mg#in718
2% -
o

e
tension

‘compression

000 001 002 003
voi%.

@

Mg#in718
2

tension

000 001 002
Vol

®)

003





media/file3.jpg
(d)

)

©

)

®





media/file9.png
300 - -
RT Mg
tension
© 200 - 100 °C -
al
= /\
© 100 - 200 °C -
— N
g
0 - 300°C ™ A
00 01 02 03 04 05 06
€
(a)
300 1 23 ¢ o Mg+0.7 In718
( 100 °C tension
T 200 - ] i
< / 200 °C
©
100 - 300 °C
J—
0 - L
00 02 04 06 038 1.0
€
(c)
400 ) ) )
RT
300 + Mg+1.4 In718 -
100 °C
3 200 //‘ tension
© - -
D_ )
=3 / 200 °C
© 100 - 300 °C 1
0 - N
0.0 0.2 0.4 0.6

0.8

300 - RT Mg -
100 °C compression
w 200 - i
o
=)
© 100 -/\ZOOOC -
- T 300 °C
0 - -
0.0 0.2 04 0.6 0.8
€
(b)
400 ] ] I
Mg+0.7 In718
300 1 RT compression
T 100 °C
D?; 200 -f -
©
200 °C
100 —/\ i
300 °C
O | | I
0.0 0.2 0.4 0.6 0.8
€
(d)
400 I I L
RT Mg+1.4 In718
300 - .
. 100 °C compression
©
o
= 200 - . -
o 200 °C
100 - .
300 °C
O 1 1 I
0.0 0.2 0.4 0.6 0.8

(f)





media/file22.png
CTE x 10° (K™

25.2

N N N
& & X
o HAN 00
] ] ]

23.6 -

Mg+In718

23.2

1 2
vol.% In718






media/file19.jpg
e

compression

Vol% In718.
@

—_—5C
— 0

compression

olL% In718

®





media/file7.jpg
% w| a i
s o] [0 s
2 3
S0 0 B

e

o 0 o

@ o1 0z 03 04 05 o8 00 oz os 0o
o ®
wofne o wgore T Twore
i 2 §us o
S o P e
@ @
w ™
Moot 4t T et
2 e W ™
g %ﬂ’ P R
i fm
S — moc
[l -
. o'
o
w0 oz a4 s e o0 o2 o5 oo on





media/file28.png
TYS/CYS (MPa)

350 . . . 400 . | |
- Mg+In718 _ a
300 03 o0 __-© . 350 - /’//o 1
250 - o~~~ tension - o _ g7
-7 = compression  _ -~ _-
,O/ ~ 300 /,ﬁ /9/ i
200 . // - (D D'/ //
7 ’,”‘D ES o ///
d - | _ i
130 - _-—8  compression = 250 - ©
_- o tension Mg+In718
1004 - 1 = 200 - 23°C |
50 I ] ]
0.00 0.01 0.02 003 150 1 - -
vol% 0.00 0.01 0.02 0.03

(a)

vol%

(b)





media/file10.png
T Mg+2.4 In718
300 -/ tension .
100 %

g
s 200 - 200 % -
o

100 -~ 300 %

— ﬁ
O 1 1 1 1
0.0 0.2 04 0.6 0.8

(g)

1.0

400 1 1 I I I
RT Mg+2.4 In718
300 - 100 °C compression
g
= 200 1 200 °C
o /_\
100 _r_\ 300 °C 7
O 1 1 I I I
00 0.1 02 03 04 05 06

(h)





media/file33.jpg
N
o

N
o
s

CTEx 10° (K")
N
f

N
w
s

Mg+In718

—O— experimental

—O— Turner

—&A— Schapery uper bound
—w— Schapery lower bound

N
N

0.00 0.01 0.02
vol% In718

0.03





media/file32.png
TYS/CYS (MPa)

400

300 -

200 -

Mg+In718

tension

compression

38 10

a2 (mm

12 14

-1/2
)

16





media/file14.png
yield stress (MPa)

250

- N

6 o

o o
] 1

100 -

6
o
]

] 1 I I I I
Q Mg+0.7 In718
~ .
>~ tension
~
d~_ ]
O————= o~
D‘\\\\\
~Q_ i
compression N
~
~
§
] 1 I I I I

0
0

100 150 200 250 300 350
temperature (°C)

50

(a)

TYS - CYS (MPa)

140 I I I I

120 - Mg+In718
80 i ///////
o~ ¢ 23 °C
60 -
40 1 1 1 1 1 1
00 05 10 15 20 25 3.0

vol% In718

(b)






media/file11.jpg
o (MPa)

500
300
tension 400
teng) tension
200 7 300 compression
<
% 200
g
100 2
compraseon 100 Mg+2.4In718
o o
000 004 008 012 000 004 008 012
®)

@





media/file6.png
a) d)

Max =29 Max = 6.9 Max=43 Max =5.0

0001 2110 0001 2110 0001 2110 0001 2110





media/file15.jpg
stress 6 (MPa)

500
Mg

a0

il -o- crs

Sl N\ o cps
§ 20
100
0

0 50 100 150 200 250 300 360 o w20 0

temperature (°C)
(a)

temperature (°C)

(b)






nav.xhtml


  materials-13-00798


  
    		
      materials-13-00798
    


  




  





media/file16.png
300

250 n \ Mg n
™ N\
o 200 - N .
= = —0— TYS
o 150 - AN \\ —a—- UTS -
2 SO
2100 - N TN -
n \\ '\
50 T \\_.\\:: -~ -
B
O 1 1 I I 1 1
0 50 100 150 200 250 300 350

temperature (°C)

(a)

500 . . .
400 { g Mg
— . —o- CYS
o N —g- CPS
S 300 - N
»n O
200 - Y
) \\\
1004 o————0—_ o
o D
S
O 1 1 1
0 100 200 300

temperature (°C)

(b)





media/file2.png





media/file20.png
CYS (MPa)

250 ! ! 1 I

mm 25°C compression
200 4 === 100 °C -
=== 200 °C
150 4 = 300 °C i
100 - .
50 - .

0 1 2 3
vol.% In718

(a)

CPS (MPa)

500

400 -

300 -

200 -~

100 -

mm 25 °C
mmmm 100 °C
mmmm 200 °C
——= 300 °C

compression

1
vol.% In718

(b)





media/file23.jpg
e
vol.% In718

2"

,0L X Q Juswaiosp

vol.% In718





media/file5.jpg
a) b) <) )

0031 2110 0001 2110 0001 2110 0001 2110





media/file24.png
\4
R 7
/ s !
| /" = |
/ - 2 I
./ > |
\\ /
/
= N ®© <« o©o /
) Aa1 6 4
IS ul \O\
7
Ve
7
7
- o
1 1 1
(9} < o

.01 X Q Juswa1o8p

vol.% In718





media/file29.jpg
800

700 -
5 600 4
= 500
T 400

300 A

200

>o

—“r

18





media/file1.jpg





media/file31.jpg
TYS/CYS (MPa)

T T T T

Mg+In718

tension

compression

8 10 12 14
a2 (mm"?)

16





media/file25.jpg





media/file12.png
300 -
tension
200 -
Mg
100 - _
compression
O ] I ]
0.00 0.04 0.08 0.12

(a)

c (MPa)

500

400 -

300 -/__‘ compression -

tension

200 - ]
100 1 Mg+2.4 In718
O I I I

0.00 0.04 0.08 0.12

(b)





media/file0.png





media/file34.png
26 - ' '
Mg+In718

—O— experimental

23 1 —O— Turner

—4&A— Schapery uper bound
—v— Schapery lower bound

CTE x 10° (K™
N
LN

22 - - 1
0.00 0.01 0.02

vol% In718

0.03





media/file17.jpg
400 500

—0 —_—25C
= X% tenson 400 = e tension
&
£ w00
£ 200
s
100
0
o 1 2 3
vol% In718. vol% In718

@ (®)





