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Abstract

:

This paper demonstrates the advantages and prospects of transparent design of the heating surface for the simultaneous study of the hydrodynamic and thermal characteristics of spray cooling. It was shown that the high-speed recording from the reverse side of such heater allows to identify individual droplets before their impact on the forming liquid film, which makes it possible to measure their sizes with high spatial resolution. In addition, such format enables one to estimate the number of droplets falling onto the impact surface and to study the features of the interface evolution during the droplets’ impacts. In particular, the experiments showed various possible scenarios for this interaction, such as the formation of small-scale capillary waves during impacts of small droplets, as well as the appearance of “craters” and splashing crowns in the case of large ones. Moreover, the unsteady temperature field during spray cooling in regimes without boiling was investigated using high-speed infrared thermography. Based on the obtained data, the intensity of heat transfer during spray cooling for various liquid flow rates and heat fluxes was analyzed. It was shown that, for the studied regimes, the heat transfer coefficient weakly depends on the heat flux density and is primarily determined by the flow rate. In addition, the comparison of the processes of spray cooling and nucleate boiling was made, and an analogy was shown in the mechanisms that determine their intensity of heat transfer.
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1. Introduction


Today, spray cooling is one of the most effective, reliable, and demanded modes of cooling and thermal stabilization of various heat-generating devices. Among its main advantages are the ability to remove high heat fluxes while ensuring a sufficiently uniform surface temperature, the ability to cool objects of complex (not flat) geometry and with a relatively large area even using a single nozzle, and a low liquid flow rate [1,2,3,4]. For these reasons, this process nowadays is used in different industrial cycles and technologies. In addition to traditional quenching in metallurgy, spray cooling is used in medical and aerospace technologies, as well as in fire safety systems. Moreover, application and optimization of jet and spray cooling systems are widely discussed today in relation to the development of high heat flux cooling solutions [5], e.g., heat exchangers for hydrogen storage, rocket nozzles, laser and microwave directed energy weapons, advanced radars, and so on. Finally, the relevance of the development of such systems for cooling high-performance microelectronic devices [6], computers and data centers [7], and high-power LEDs [8] should be noted. As the literature analysis shows, in the majority of applications with spray cooling, the main working fluid is water, first of all, because of its high heat capacity and enthalpy of vaporization, which makes it possible to remove sufficiently high heat fluxes up to 900 W/cm2 [9]. In addition, this coolant has a low cost and high environmental friendliness, and is simple and safe to use.



In this regard, many studies are devoted today to the processes during spray cooling, the description of which could be found in recent review papers [3,4,10]. At the same time, the analysis of these works shows that some issues related to the dynamics of liquid irrigation and heat transfer during spray cooling still remain open. First of all, this is because of the fact that spray cooling is an extremely difficult process for experimental study, and it is necessary to analyze a whole complex of its hydrodynamic and thermal characteristics. Often, it is possible to investigate in detail only one or several parameters of spray irrigation using a certain measuring technique. In particular, one of the most important parameters is the size and velocity of droplets in the gas-droplet flows. Today, these characteristics are measured using such methods as a side-view video recording, laser phase-Doppler particle analyzer, laser diffraction, interferometric particle imaging, and so on [11]. However, these methods do not allow to analyze the patterns and features of spray irrigation.



There are also many questions related to the heat transfer during spray cooling. In the overwhelming majority of experimental studies, measurements of thermal characteristics are carried out using thermocouples and local temperature sensors with low temporal and spatial resolutions. At the same time, as the results of a number of works show, the temperature field of a heater during spray cooling can be non-uniform depending on the irrigation mode [12]. General data do not allow to obtain information on the local unsteady characteristics of heat transfer and to assess their contribution to integral heat transfer. This hindered the understanding of the governing mechanisms of heat transfer, which is very important for the development of theoretical models to describe the process and engineering methods to calculate systems with jet or spray cooling. This indicates the need to introduce new methods with high spatial and temporal resolutions for the comprehensive study of the spray and jet irrigations’ features.



As sprays and aerosols represent particle-laden flows [13,14], some questions related to the flow dynamics and features of droplets motion are also of interest. For example, the clustering and collision of droplets can affect how they will interact with an impact surface. In turn, this can have a significant influence on the local and, consequently, total heat transfer rate during spray cooling. Today, in the literature, numerous papers devoted to both the experimental and numerical investigations of the mentioned and other phenomena could be found. For example, the authors of [15,16] studied the relative motion of monodisperse high Stokes number particle pairs. The effect of gravity on the clustering and collision of bidisperse inertial particles was investigated in [17]. In [18], the relative dispersion of tracer particles was analyzed.



To study the processes of heat and mass transfer in various two-phase systems, the transparent design of a heating surface is actively used today. For example, such a design has been successfully applied by a number of researchers to analyze the characteristics of liquid boiling using high-speed video recording from the bottom side of a heating surface [19,20,21,22,23]. An analysis of the presented results shows that this makes it possible to study in detail the dynamics of vapor bubbles, to carry out a detailed statistical analysis of the bubbles departure diameters, the emission frequencies, and the nucleation site density in a wide range of heat loads. Moreover, this recording format allows to study the dynamics of the triple contact line at the bubble base under various conditions [24,25,26].



In addition to the visualization of two-phase systems’ dynamics, the design of a transparent heating element also makes it possible to simultaneously study the surface unsteady temperature field using high-speed thermographic recording. For example, the authors of [27,28,29,30,31] used heaters based on a sapphire substrate with a deposited transparent indium-tin oxide film. As the result, both integral surface temperature and the features of local heat transfer in the vicinity of a triple contact line during nucleate boiling of various liquids were analyzed. In addition, such a recording was used to study the heat transfer during droplet impact on a liquid film. In particular, in [32], a water droplet impact on a thin heated wafer, which is being cooled by a film flow generated from water jet impingement, was studied using IR recording. The authors showed that the drop impact breaks the steady-state cooling and causes a change in local temperature around the drop landing location.



The usage of a transparent heating surface also showed its perspectives for studying the interface evolution during the interaction of a single droplet and liquid film [33,34,35,36]. In particular, the authors of [33] showed various scenarios for drop impact on a film of water and a glycerol–water mixture. However, studies using such a promising design of the impact surface to investigate the characteristics of spray or multi-jet cooling today are still of a single nature. Here, only an early paper can be noted, for example, refs. [37,38,39] and others, in which the authors used transparent surfaces primarily to study integral irrigation patterns and identify the interaction between bubbles and impinging droplets. However, issues such as the sizes and number of droplets falling onto the surface were not considered. In addition, there are few works devoted to the study of the surface temperature distribution during spray cooling. It is obvious that carrying out experimental studies devoted to a detailed consideration of all key aspects of the mass and heat transfer will make it possible to obtain a large array of new experimental information. Such information will be useful for the creation of generalized dependencies describing the intensity of spray cooling.



The aim of the present study was the comprehensive investigation of the spray cooling features using a special design of the impact surface. Experimental data on the main hydrodynamic and thermal characteristics of spray irrigation were obtained using high-speed video visualization and thermography from the reverse side of a transparent heating element.




2. Materials and Methods


2.1. Experimental Setup and Transparent Heater Construction


The principal scheme of the experimental setup used to study the hydrodynamic and thermal parameters of spray cooling is presented in Figure 1. The setup consists of four basic sections: a circuit to supply gas-droplet multiphase flow, a spray nozzle, a transparent impact surface with a heating system, and high-speed video/infrared cameras.



The key feature of the experimental setup is an optically transparent impact surface with a thin-film heater based on indium tin oxide (ITO), deposited onto a sapphire substrate by ion sputtering (ISP SB RAS). In this method, a commercially fabricated ITO target (Girmet Ltd., Moscow, Russia) was bombarded with argon ions. Such a technique allows one to fabricate smooth and uniform films with a given thickness. The main property of ITO is transparency in the visible range of wavelengths (380–750 nm) and opacity in the IR range (3–5 µm), which makes it possible to simultaneously record the irrigation pattern using video recording and measure the surface temperature using IR thermography. A similar heater design was previously used in experiments on liquid boiling [25,26,27] and has shown its high prospect for the simultaneous study of the evolution of the liquid–vapor system and the temperature field of the heating surface. The thickness of the used sapphire substrate was 400 µm and the thickness of the ITO film heater was 1 µm. The area of direct heat release was 20 × 20 mm2 and the spray irrigated the vertically oriented sapphire surface. The density of the supplied heat flux was measured according to the current passed through the heater and the potential difference between the silver current leads, also deposited by the ion sputtering technique along the edges of the ITO heater. At this stage of the study, the single-phase heat transfer during spray cooling without the development of boiling was studied, and the maximum heat flux density was 133 kW/m2.




2.2. Spray Flow Parameters


The BKT-Engineering SS 4230 nozzle made of stainless steel and providing full cone spray was used in the experiments. The orifice diameter of the selected nozzle was 1.7 mm. Deionized MilliQ water was used as a working fluid and air was used as a working gas. The temperature of the working phases in all experiments was equal to room temperature (25 °C) and the relative humidity of the ambient air was 65%. The nozzle-to-surface distance was configured such that the spray impact area just inscribed the heating surface. Thus, to define the mean volumetric flux on a surface [40], the following expression can be used:


    Q ¯  ″  =  Q  π    L 2   / 4    ,  



(1)




where Q is the volumetric flow rate and L is the surface length.



The variation in the flow rate was ensured by maintaining the overpressure of the phases in the range from 1 to 3 bars at the nozzle inlets. In addition, the change in the parameters of spray irrigation was controlled by changing the position of the nozzle shut-off valve. In the experiments, three different spray irrigation regimes, so-called intermediate and dense spray [3] with either smooth or highly perturbed liquid film, as will be shown below, characterized by different irrigation patterns, were studied. In Figure 2, the measured values of the volumetric flow rate Q and the mean volumetric flux on a surface Q’’ for the studied irrigation regimes are shown depending on the liquid overpressure. The minimum studied volumetric flow rate was 0.05 mL/s and the maximum was 1.7 mL/s.



As the analysis of the literature shows, the Stokes number (St) is also one of the key parameters of particle-laden flows, among which are spray flows. In particular, two types of situations can be observed for droplets suspended in gas flow: (a) if the St << 1, then the droplet will have ample time to respond to changes in gas flow velocity; (b) vice versa, for the case of St >> 1, the droplet has essentially no time to respond to the gas velocity changes and the its velocity will be little affected by the gas velocity change. The Stokes number is defined as the ratio of the particle momentum response time over a flow system time:


  S t =    τ d     τ f    .  



(2)







For considered in the study system the Stokes number has the following form:


  S t =    ρ d   d d 2    18  μ a       V f     d 0    ,  



(3)




where ρd and dd are the density and size of the droplets, Vf is the velocity of a spray flow, µa is the dynamic viscosity of the gas phase, and d0 is the orifice diameter of a spray nozzle. The estimations show that, for the spray flow studied in the paper the value of St number (3) varies in the range of 50–1300, which identifies it as inertial flow. Here, the velocity of droplets was estimated using the high-speed video recording from the side of the spray flow.




2.3. High-Speed Video and Infrared Recordings


To study the spray irrigation patterns, a Phantom VEO 410L camera with a maximum frame rate of 100,000 fps and resolution of 30 μm per pixel was used. The analysis of the obtained video shows that the recording format from the reverse side of a heater allows to provide in one experiment an extensive dataset on the hydrodynamic characteristics of spray irrigation. Figure 3 demonstrates the advantages of using a transparent design of the heating surface and the high-speed visualization from its reverse side. As can be seen from the figure, it becomes possible to study the integral characteristics of irrigation; for example, to determine the area of wetted regions for low liquid flow rates, to estimate the characteristic number of liquid droplets falling onto the impact surface, to analyze the uniformity of irrigation, and so on. In addition, it is possible to identify single droplets before their interaction with either the impact surface or the forming liquid film. In turn, this allows to conduct a detailed statistical analysis of their size distribution. Finally, the used recording format allows to analyze the features of the interface evolution during the droplets’ impacts on the liquid film forming on the heater.



To study the temperature field of the thin-film ITO heater, an FLIR Titanium HD 570 M high-speed infrared (IR) camera with a frame rate of 1000 fps and a resolution of 120 μm per pixel was used. Before the experiments, the calibration procedure for the IR camera was performed using a small-sized Honeywell temperature sensor located near the heater.




2.4. Measurement Uncertainties


As the sizes of droplets were analyzed using high-speed video recording data, the uncertainty of such measurements is directly associated with the spatial resolution of the used camera. In turn, the errors of determining both average diameters and number (to analyze droplet flux density) of droplets for a given flow rate directly depend on the statistical error. To minimize it, the wide ensembles of droplets (up to 200–300 droplets) were analyzed in the study. The uncertainty of the time characteristics measurements is associated with the temporal resolution of the video camera, which was at least 0.05 ms. To study the features of the droplet–film interaction, the recording frequency was 100,000 fps, which provided the temporal resolution of 0.01 ms.



The maximum error in determining the value of the volumetric flow rate Q was 5%. The uncertainty of the heat flux density measurement includes an uncertainty associated with the current passed through the ITO heater and the corresponding voltage measurements. In total, their contribution is about 0.3%. However, to determine the real heat flux density supplied to the impact surface, it is necessary to evaluate the heat losses, which make the main contribution to the q value measurements’ uncertainty. Based on the calculations made in Comsol Multiphysics, they were estimated to be less than 3% for the used heater design. Finally, according to the mentioned calibration procedure, the absolute error in measuring the surface temperature in the experiments did not exceed 1 °C.





3. Results


3.1. Irrigation Patterns


Using high-speed video recording from the reverse side of the impact surface, the irrigation patterns were studied for various liquid flow rates under adiabatic conditions (Figure 4). From the presented frames, it can be seen that, depending on the flow rate, there is a significantly different nature of the irrigation. In particular, for the so-called intermediate spray, the amount of liquid falling on the surface is not enough to form a continuous liquid film [3]. In this regime, the formation of the separate wetted areas up to 10 mm in size is observed on the impact surface. The coalescences of neighboring liquid areas into larger ones and their subsequent runoff from the surface under the action of gravitational forces are periodically observed. The second regime with a higher liquid flow rate is characterized by the continuous smooth liquid film formation, which is locally disturbed by falling droplets. In the presented frames, it is possible to clearly trace the interface evolution during the droplets’ impacts on the film. For the next studied regime, a liquid film with a significantly perturbed interface is observed on the impact surface, which is primarily caused by a significant increase in the droplet flux density.




3.2. Droplet Sizes


As shown in Figure 3, owing to the high spatial and temporal resolutions of the used recording format and its focusing features, it is possible to identify and measure the sizes of droplets before their direct impact on the liquid film. This, in turn, makes it possible to obtain a detailed droplets’ size distribution for various regimes. As an example, Figure 5a shows a histogram of the droplet diameter distribution for a liquid flow rate Q = 0.5 mL/s. It indicates that droplet sizes can vary over a wide range, from 40 to 170 μm for the presented case.



Using the obtained dataset, the values of the mass median diameter (d0.5) and Sauter mean diameter (d32) were determined, the last of which is defined as follows [41]:


   d  32   =     ∑ i    n i   d i 3        ∑ i    n i   d i 2      ,  



(4)




where ni is the number of droplets with a diameter of di. Figure 5b demonstrates the dependence of the d32 value on the liquid flow rate. It can be seen that, with an increase in the liquid flow rate in the investigated range, the Sauter mean diameter increases and the obtained dependence d32 (Q) with an accuracy of ±25% is described by a linear function.



Certainly, the limit of the droplet diameter measurements in the considered visualization format is directly related to the spatial resolution of the video recording. With the use of special macro lenses, this parameter can be significantly improved; for example, as was done for visualizing individual bubbles during boiling on the surface of a microheater (resolution was 16 μm/pix) [42]. Therefore, in the authors’ view, the recording format used is a promising method for measuring small-sized droplets of spray. It can be good alternative in some tasks to modern techniques such as laser diffraction, interferometric particle imaging, and others mentioned in the introduction.




3.3. Droplet Impact on Liquid Film


A particular interest of researchers today is associated with the evolution of the interfacial surface of a liquid film during the impact of individual droplets [43]. This interest is primarily owing the fact that the drop impact on the forming liquid film is one of the key mechanisms of spray cooling and plays an important role in the heat and mass transfer processes [44]. In particular, it can cause a sharp decrease in the impact surface temperature at the area of interaction. In this case, for a certain droplet size and velocity (We number), its impact leads to the formation of a so-called residual film [45]. In turn, this causes the enhanced convective heat transfer and enhanced synergy of velocity field and heat flow field inside the residual film [46]. It is interesting to note that this process is similar in mechanism to the sharp decrease in surface temperature during the nucleation during boiling. In this case, the evaporation of a thin layer of liquid formed at the base of the vapor bubble—the so-called microlayer [47]—leads to high local heat flux densities, exceeding up to 40 times the supplied heat flux [24,28,48].



The transparent design of the impact surface allows to study the scenarios of droplet–film interaction during spray cooling. Indeed, as can be seen from Figure 6, at a given liquid flow rate (Q = 0.5 mL/s), various scenarios of the interface evolution are observed. Most of the small droplets (less than 100 μm) cause capillary wave disturbances on the film (Figure 6a). In this case, it seen that there is no noticeable change in the thickness or structure of the film. Moreover, the oscillations of the interface decay in a fairly short period of time.



For larger droplets (from 100 μm), the formation of large-scale and relatively long-term perturbations of the film is observed, accompanied by a noticeable change in the interface structure (Figure 6b). In particular, such droplets’ impacts lead to the formation of craters with marked ejecta sheet, the depth of which can be comparable to the thickness of the liquid film. The diameter of such craters is up to 2 mm. In addition, large droplets can also cause splashing crowns (Figure 6c), both with and without the secondary droplets [43]. As the analysis of the mentioned literature shows, the last two described scenarios can lead to the formation of residual films. Therefore, droplets leading to such scenarios of the interface disturbance are of greatest interest when considering the mechanisms of heat transfer during spray cooling.




3.4. Droplet Flux Density


The droplet flux density is the number of droplets falling onto a unit of surface area per time unit:


   N ˙  =  n  A τ   .  



(5)







Similar to nucleation site density for nucleate boiling, the droplet flux density is an extremely important parameter for considering the intensity of mass and heat transfer during spray cooling. At the same time, given the impossibility of accurate measurement of the droplet flux density using the traditional visualization from the side of the impact surface, there are only few studies in the literature devoted to the analysis of this characteristic. This does not allow establishing the relationship of this parameter with the intensity of heat transfer during spray cooling. In turn, the high-speed visualization from the reverse side of a transparent surface makes it possible to investigate this value even for high liquid flow rates. It is also important to note here that it becomes possible to analyze the number of droplets, whose impacts lead to the formation of the residual film described previously.



The determination of the     N  ˙    value was performed as follows. For each investigated flow rate, a region with a given area (A = 30 mm2) was selected, and the number of droplets falling onto the surface within the boundaries of this area was counted for 500–800 ms. It is important to note that this technique makes it possible to count all droplets that come onto the surface, as even small droplets cause wave disturbances of the liquid film, which are clearly distinguishable in high-speed video frames (Figure 6a). The error of determining the droplet flux density in such way for small liquid flow rates directly depends on the statistical error. At high flow rates (more than 1.5 mL/s), counting the number of droplets becomes more difficult owing to the large number of local “events”. In this case, the maximum measurement error of the     N  ˙    is up to 20%. However, it should be noted here that this value can be reduced, including through the use of automatic image processing algorithms, as well as neural networks, which will increase the sampling and improve the measurement accuracy.



Using the obtained video dataset, the droplet flux density was determined for various liquid flow rates. Figure 7 shows the comparison of the     N  ˙    values obtained for the central and edge regions of the surface for the liquid flow rates of Q = 0.32–0.63 mL/s. The figure demonstrates that, with an increase in the flow rate, the described parameter increases linearly. Meanwhile, the droplet flux density can vary significantly depending on the impact surface region selected for the analysis. In particular, for these flow rates, the number of droplets that come to the central region of the impact surface is on average 15% higher than those that come to the edge regions. Obviously, such unevenness is associated with the characteristics of the nozzle used. As will be shown below, this factor can significantly affect the distribution of the temperature field under the conditions of single-phase heat transfer. Thus, in addition to new experimental information about the droplet flux density, the visualization format considered in the study also allows to analyze the uniformity of spray irrigation, which is an extremely important aspect when choosing a nozzle.




3.5. Heat Transfer Rate


The use of high-speed infrared thermography made it possible to analyze the temperature field of the impact surface and to determine the intensity of heat transfer in various modes of spray cooling. For example, in Figure 8, the time-averaged IR thermography frame and the corresponding temperature distribution of the heating surface for a liquid flow rate Q = 1.7 mL/s and heat flux density q = 45 kW/m2 are presented. The obtained temperature distribution indicates that there is a difference in temperature values at the center and at the periphery of the heating area. However, this difference for the presented case is no more than 3 °C, but it can increase with an increase in the heat flux density. This fact, in our opinion, is primarily owing to the non-uniform distribution of the droplet flux density over the surface, as demonstrated earlier (Figure 7).



With the use of the obtained dataset on the surface temperature, the values of the heat transfer coefficient (HTC) for spray cooling were obtained:


  HTC =  q    T ¯  s  −  T 0    ,  



(6)




where     T ¯  s    is the surface temperature averaged over time (10 s) and area and T0 is the initial liquid temperature. Figure 9a shows the dependences of the HTC value on the heat flux density at various liquid flow rates. It seen that the intensity of single-phase heat transfer during spray cooling weakly depends on the heat flux in the studied range. At the same time, an increase in the flow rate leads to a noticeable increase in the intensity of heat transfer (Figure 9b).



At the next stage, the data on the intensity of single-phase heat transfer were compared with the existing correlations (Figure 10). For analysis, the models of Mudawar, Valentine [49], and Rybicki and Mudawar [50] were selected, which have the corresponding forms:


  Nu = 2.512   Re  s  0.76     Pr  f  0.56   ,  



(7)






  Nu = 4.70   Re  s  0.61     Pr  f  0.32   .  



(8)







In these models, mean volumetric flux on a surface (Q’’) and Sauter mean diameter (d32) are used as characteristic scales of velocity and length, respectively:


  Nu =   HTC ⋅  d  32      k f    ,  



(9a)






    Re  s  =    ρ f   Q ″  ⋅  d  32      μ f    ,  



(9b)






    Pr  f  =    C  p f    μ f     k f    .  



(9c)







A comparison with the presented models shows that they both demonstrate overestimated values in comparison with the obtained experimental data. Meanwhile, the character of the obtained dependence is close to the correlation [49] and the experimental data can be described within its framework when the numerical constant in expression (7) changes by 1.32.



It is interesting to note that the presented dependences (7) and (8) are close in their form to the criterion dependences used to describe heat transfer during nucleate pool boiling (without taking into account the effect of the properties of heat exchange surface) [51]. In particular, in [52], based on the large dataset generalization, the following dependence was obtained:


    Nu  *  ∼   Re  *  0.8     Pr  f   1 / 3    .  



(10)







As can be seen from the comparison, the general view and the exponents at the similar numbers of expression (10) are close to expressions (7) and (8). In addition, as the characteristic dynamic scales of nucleate boiling, the capillary constant and the evaporation rate are used in (10). These parameters are similar to those used for spray cooling description (Figure 9a,b). Moreover, obtained in Figure 9b, the character of the HTC(Q) dependence during spray cooling,


  HTC ∼  Q  0.78   ,  



(11)




is close to the expressions used to describe heat transfer during nucleate boiling [51]:


  HTC ∼  q  0.6 − 0.8   .  



(12)







Such similarity in the description of these two processes argues in favour of the hypothesis that the physical mechanisms of spray cooling and nucleate boiling are generally similar. In particular, the main contribution to heat transfer during spray cooling, like bubble formation for boiling, is provided by the droplet impact on the liquid film. Some difference in the exponents in the used expressions can be caused by the fact that, during spray irrigation, not all droplets impacting the film have a significant contribution to heat transfer. In particular, as noted earlier, only droplets with a sufficient Weber number form residual film and crown splashing, which lead to a noticeable change in the temperature field of the surface.





4. Conclusions


Using a transparent design of the heating surface and high-speed video and thermographic recordings, a comprehensive study of the hydrodynamic and thermal characteristics of spray cooling was performed with varying liquid flow rate and heat fluxes in a single-phase heat transfer regime. As a result, the following results were obtained:




	–

	
The study of the droplet size distribution was carried out and the dependence of the Sauter diameter on the liquid flow rate for the studied irrigation modes was obtained.




	–

	
The droplet flux density for various flow rates was studied. It has been shown that this parameter can differ significantly depending on the impact surface region. This makes it possible to assess the degree of irrigation irregularity even in the case of a full cone spray.




	–

	
Various possible scenarios of interaction between droplets and a liquid film forming on the surface were shown, such as the formation of small-scale capillary waves for small droplets, as well as the appearance of craters and splashing crown in the case of large ones.




	–

	
Based on the data of high-speed infrared recording, the intensity of heat transfer during spray cooling for various heat flux densities and the liquid flow rates was analyzed. It was shown that, for the studied regimes, the value of the heat transfer coefficient is weakly dependent on the heat flux and is determined primarily by the flow rate.




	–

	
Comparison of the obtained experimental data on the intensity of single-phase heat transfer during spray cooling with existing models was performed. It was shown that data can be described within the model of [49] with a modified numerical coefficient. In addition, based on a comparative analysis of existing approaches, an analogy in the mechanisms that determine the intensity of heat transfer during spray cooling and nucleate boiling was shown.









Thus, the performed experimental study shows high prospects of using a transparent design of the heating surface to analyze the main characteristics of spray cooling. In particular, video recording from the reverse side of a transparent impact surface can serve as a good alternative to existing techniques, for example, laser diffraction, interferometric particle imaging, and so on. The authors hope that the information presented in this paper will be useful for further research in this area.
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Figure 1. Schematic view of the experimental setup and the test section. 
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Figure 2. Liquid flow rates for the studied spray cooling regimes. The error bars are presented for the Q values. 
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Figure 3. Prospects of using a transparent impact surface for studying the hydrodynamic parameters of spray irrigation. 
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Figure 4. The various patterns during spray irrigation of the transparent impact surface investigated in the paper. 
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Figure 5. (a) Droplet size distribution during spray irrigation (Q = 0.5 mL/s); (b) Sauter mean diameter dependence on the flow rate. 
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Figure 6. Various scenarios of the droplet impacts on the liquid film observed during spray cooling (Q = 0.5 mL/s): (a) small-scale wave disturbance caused by small droplets; (b) crater formation; (c) splashing crown. 
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Figure 7. The dependence of the droplet flux density on the liquid flow rate for various impact surface areas. 
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Figure 8. (a) The time-averaged IR thermography frame and (b) corresponding temperature distribution of the heating during spray cooling (Q = 1.7 mL/s, q = 45 kW/m2). 
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Figure 9. The dependence of the heat transfer coefficient during spray cooling on (a) heat flux density and (b) liquid flow rate. 
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Figure 10. The comparison of the obtained data on the heat transfer intensity during spray cooling with the existing correlations (q = 45 kW/m2). 
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