Table 1. Parameters of chemical analyses.
	Oxide
	Accuracy limit, wt%
	EPMA standards
	Oxide
	Accuracy limit, wt%
	EPMA standards

	
	wet
chemistry
	EPMA
	
	
	wet
chemistry
	EPMA
	

	H2O
	0.01
	
	
	Fe2O3
	0.01
	
	

	CO2
	0.1
	
	
	ZnO
	
	0.01
	ZnO

	F
	0.001
	0.5
	
	SrO
	0.01
	0.1
	Celestine

	Na2O
	0.01
	0.1
	Lorenzenite
	Y2O3
	
	0.1
	Y3Al5O12

	MgO
	0.01
	0.1
	Pyrope
	ZrO2
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	0.1
	ZrSiO4

	Al2O3
	0.01
	0.05
	Pyrope
	Nb2O5
	
	0.05
	Nb

	SiO2
	0.01
	0.05
	Wollastonite
	BaO
	
	0.05
	Barite

	P2O5
	0.01
	0.05
	Fluorapatite
	La2O3
	
	0.05
	LaCeS2

	S
	0.01
	0.05
	Fe10S11
	Ce2O3
	
	0.05
	LaCeS2

	Cl
	0.01
	0.5
	Atacamite
	Pr2O3
	
	0.1
	LiPr(WO4)2

	K2O
	0.01
	0.1
	Wadeite
	Nd2O3
	
	0.1
	LiNd(MoO4)2

	CaO
	0.01
	0.03
	Wollastonite
	Sm2O3
	
	0.1
	LiSm(MoO4)2

	TiO2
	0.01
	0.02
	Lorenzenite
	Gd2O3
	
	0.1
	LiGd(MoO4)2

	V2O3
	
	0.1
	V
	HfO2
	
	0.2
	Hf

	MnO
	0.01
	0.01
	MnCO3
	ThO2
	
	0.1
	Thorite

	FeO
	0.1
	0.01
	Hematite
	
	
	
	



