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Abstract

:

Environmental sustainability and environmental protection represent essential challenges for the well-being of the community. The use of eco-sustainable materials in architecture is necessary for the transformation of urban centers into modern sustainable cities, to reduce air pollution and protect natural ecosystems, decrease greenhouse gas emissions and improve the energy efficiency of buildings. In this study, sugar cane processing waste was used as an alternative and ecological acoustic material, combining it with natural binders used in construction, such as plaster and clay. To make the composite, the fibers were separated from the bark, then the fibers were assembled with the binder in the frames, and finally the frame with the composite was subjected to a drying process. Specimens of various thicknesses were prepared and the sound absorption coefficient (SAC) at normal incidence was calculated. Subsequently, to compare the acoustic performances of the samples, a simulation model for the prediction of the SAC based on the artificial neural network (ANN) was created. The results suggest the adoption of the simulation model to review the acoustic properties of the material.
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1. Introduction


In the historical period we are living in, environmental sustainability and environmental protection are crucial issues. From this perspective, growing attention is being given to addressing the environmental emergency with sustainable solutions that can respond efficiently to the needs of new architectural technologies, while respecting nature [1]. To this end, many public administrations and organizations around the world are implementing policies oriented towards the eco-efficiency of the built environment [2].



Limitations suggested by environmental protection related to the need to ensure human health and wellbeing serve as a new catalyst for product innovation as a means of raising standards and ensuring biocompatibility and ecological sustainability. Our planet’s capacity for development depends directly on the resources still available and on its ability to absorb man-made waste. This has consequences on an economic level since the limits to growth are strictly dependent on the availability of resources and the ability to manage waste. The recent condition is exemplified by a rapid depletion of the former and an inevitable increase of the latter [3]. Sustainable development therefore requires a radical change in consumption patterns and lifestyles, requiring the reduction of the waste of materials and energy in the production of goods and the reduction of waste and emissions into the environment. From this perspective, the recovery of waste materials represents an opportunity that the construction sector cannot pass up [4].



The problem of waste management and disposal has been the subject of increasing attention. The increase in urbanization and the growth in consumption have led to a greater production of waste [5]. To deal with the problem, criteria and methods of intervention have been defined. One approach to reduce material waste is reuse and recycling [6]. The topic of recycling is not new, but represents a common practice in human history. Archaeological studies of ancient landfills reveal the presence of a small amount of household waste in times when resources were scarce, testifying to the recycling of materials [7]. Nowadays, more and more attention is required for the reuse and recycling of materials, taking advantage of the life cycle assessment (LCA); on the one hand, LCA represents one of the fundamental tools for the implementation of a product policy, while on the other hand, it is an objective way of assessing the energy and environmental loads and potential impacts associated with a product throughout its life cycle [8]. The relevance of the recycling technique essentially lies in its innovative approach, which consists in evaluating all phases of a production process as correlated and dependent. New buildings are now being constructed based on LCA, and recyclable or eco-sustainable materials interact to meet system needs [9].



Fibers are characterized by flexibility, fineness and high ratio between length and maximum transverse dimension (diameter), which make it suitable for use in the production of building materials [10]. Natural fibers are already fibrous in their unprocessed state; handling does not alter their chemical makeup. In comparison to synthetic fibers, natural fibers are less expensive, easier to handle, have high mechanical qualities, use less energy during production, and are biodegradable [11]. Due to current issues with waste disposal and the depletion of petrochemical resources, increased environmental awareness has played a significant role in the creation of composite materials using natural fibers. The use of natural materials in modern buildings can reduce waste, increase energy efficiency and at the same time promote the concept of sustainability. Natural fibers are obtained from different parts of the plant. They can be extracted from the stem, leaf, seeds, or fruit of the plants themselves [12].



Vegetable waste includes biodegradable waste such as kitchen and garden waste, but also waste related to tree pruning or grass cutting, ending with crop waste. Vegetable waste is usually treated in composting or fermentation plants in order to be transformed into compost, digestate and biogas, respectively. A different solution for such waste could be their reuse to produce new materials [13]. One such vegetable fiber waste is sugar cane bagasse (SCB), an organic waste from sugar cane, for which various applications have been developed [14]. Bagasse can be used as a building material, mixing it with traditional materials, thus allowing an improvement in properties. Han et al. [15] used waste from sugar cane cultivation to produce structural composites using wood strands. The two fibers were bonded with phenol formaldehyde resin, obtaining a composite with structural properties improved with respect to the starting compounds. Bilba et al. [16] used SCB fibers, enhanced with a silane coating, as a reinforcing material in a cement matrix. The authors showed that the setting time increases with the silane coating in reinforced composites with non-pyrolyzed bagasse fibers. The combination of pyrolysis and silane treatment improves the water resistance of the fibers, which become more hydrophobic. Doherty et al. [17] studied the use of the lignin contained in the SCB as a coating of a composite. The authors showed that the resin films of the lignin represent an effective barrier to water. Trindade et al. [18] used SCB to produce phenolic thermosetting composites. The authors created quinones in the lignin portions of the fiber and reacted them with furfuryl alcohol to create a coating around the SCB that is more compatible with the phenolic resins used to prepare the polymer matrix. Frias et al. [19] investigated the influence of the calcination temperature on the pozzolanic activation of SCB. The authors showed that the SCB calcined at 800 °C and 1000 °C has properties indicative of very high pozzolanic activity, while they found no influence of the calcination temperature on pozzolanic activity. Mulinari et al. [20] developed a composite using SCB with a matrix of a high-density polyethylene polymer. The composite obtained shows a lower tensile strength than the starting polymer, while an increase in Young’s modulus was found due to the reinforcement of the fibers, with an increase in structural defects that can be reduced with the use of modified cellulose fibers.



Noise represents one of the most important causes of the deterioration of the quality of life and is now recognized as a major environmental problem [21]. Acoustic absorption has the purpose of partially neutralizing sound waves, the reflection of which varies according to the type of structure and its reaction to sound energy, in order not to disturb nearby environments and not be disturbed [22]. Acoustic insulation can be defined as the action or set of actions in favor of the attenuation of noise from one environment to another, be it airborne noise, footfall noise or vibration [23]. The choice of acoustically insulating and absorbing materials therefore becomes crucial to ensure acoustic comfort in buildings. Doost-Hoseini et al. [24] studied the correlation between the physical and mechanical properties and the acoustic characteristics of insulating panels made of SCB. The raw material was bound with different types of resins: urea-formaldehyde (UF) and melamine-urea-formaldehyde (MUF). The authors demonstrated that resin type had no significant effect on physical or mechanical properties, while it did affect SAC. The density of the material produced characterized the physical and mechanical properties, while the SAC was influenced by the type of panel. The study showed a high correlation between physical and mechanical properties and a low correlation between physical and mechanical properties with SAC values. Mehrzad et al. [25] fabricated fibrous samples of different densities and thicknesses using SCB. They next investigated the sound absorption capacity of the samples with the impedance tube technique. The authors achieved good sound absorption performance in the low- and mid-frequency ranges. Malawade et al. [26] measured the SAC of SCB samples. The test samples were made from raw dried bagasse without chemical treatment and physical modifications. The authors measured SAC and the resistivity of the airflow. The results show that the SAC and flow resistivity increase with increasing SCB sample thickness. Othmani et al. [27] investigated the acoustic performance of the SCB by measuring two acoustic parameters: flow resistivity and SAC. The authors produced several specimens by binding the bagasse fibers with resins; different combinations, varying fiber size, specimen thickness, and resin content, were predicted. The results allowed the effect of each property on the acoustic performance of the studied material to be evaluated. The results showed good agreement between experimental and theoretical results.



For the study of the acoustic properties of materials, it is essential to carry out measurements of the SAC according to what is indicated by the technical standards. Alongside the experimental measurement procedure, it is advisable to carry out a simulation study that allows for an investigation of what is and what is not possible or economically viable [28,29]. In recent times, more and more scholars are approaching simulation studies with a data-driven approach. In this case, the simulation process is guided by the data collected in the measurement campaigns and allows us to guide the decision-making process. In this context, machine-learning-based algorithms offer us the tools to extract knowledge from automatically collected data [30,31]. Artificial neural networks (ANN) are a subgroup of machine learning and are inspired by the human brain. The basic idea is to mimic the way biological neurons send each other signals [32]. ANNs reflect human behavior, letting computer programs to identify patterns and resolve ordinary problems in fields of artificial intelligence [33]. ANNs depend on training data to learn and improve their accuracy over time. If improved in accuracy, these algorithms are effective tools, permitting us to classify and cluster data at high speed [34].



In this study, the potential of SCB as an alternative and ecological acoustic material was analyzed, combining it with binders used in construction such as plaster and clay. To make the panels, the SCB was mixed with the binder in different ratios, according to the binder used. In this way, a panel was obtained in which the bagasse was predominant. Samples of three thicknesses 6, 12 and 25 mm were made with each binder. The sound absorption coefficient of the samples was then measured according to the guidelines of the UNE-EN ISO 10534-2 standard [35]. Subsequently, to compare the acoustic performances of the samples, a simulation model was developed for the prediction of the SAC.



The paper is structured as follows. Section 2 illustrates the materials and methodologies applied. First, the methodologies utilized to create the samples from the waste material of sugar cane cultivation are explained. Consequently, the procedures for measuring the sound absorption coefficient with the impedance tube technique are described. Therefore, the methodologies used to elaborate the simulation model based on the ANN are described. Section 3 shows the results achieved from the measurements of the SAC and subsequently compares them with the results obtained with the simulation model based on ANNs. Finally, Section 4 recapitulates the results achieved from this work and examines the possible uses of the developed technology in real cases.




2. Materials and Methods


Sugar cane (Saccharum officinarum), a plant of the Poaceae family, is considered one of the main products of Latin America [36]. The country that produces the largest amount of sugar cane is Brazil (46.7%) followed by India (19.8%) and then China (8.1%) [37]. In the production areas (tropical/equatorial) characterized by periodic rains, the planting period must be determined based on the rain cycle; usually the sowing takes place at the beginning of the rainy season, with the first harvest, which takes place after about nine months, taking advantage of the two or three months of the dry season. The next crop is obtained from the remains of the basal part of the cut canes, and the canes reach commercial maturity after a few months (5–6) for the next cut.



Sugar cane is made up of juice and fiber. The juice is made up of soluble solids called brix, while the fiber is the insoluble part of sugar cane which is made up of cellulose. In addition to components such as brix in its percentage form, there are organic and inorganic components such as salts, minerals, proteins, and others. The sap of the stem, which acts as a reserve element for the plant, contains a high percentage of sucrose (up to 18–20%), which accumulates before being translocated either to the root system or towards the flower and the fruit in case the plant flowers. Sugar is industrially extracted by crushing the cane and crystallizing the soluble solids [38]. The extraction takes place directly by pressing the mature segments of cane, which can be squeezed directly with a roller system or crushed and pressed with a system such as that of the presses used to obtain vegetable oils.



The origin of the word bagasse, derived from the French bagasse, was used to name the residue of the olive after being worked to extract the oil. Currently, the word bagasse is used to identify the stem of sugarcane without juice. Bagasse is made up as follows: 50% cellulose, 5% soluble solids and 45% crude fiber. Bagasse is therefore the waste product in the process of extracting sugar from sugar cane. In general, 280 kg of wet bagasse (28%) are produced from 1 tonne of sugar cane [39]. As a result, converting SCB into value-added products offers economic benefits and contributes considerably to environmental sustainability.



2.1. Preparation of the Samples


The collection of the raw material was carried out in the province of Imbabura in Ecuador, where sugar cane waste abounds. In this province, sugar cane juice is extracted using juicer machines (Figure 1a) and eventually its scraps are thrown into the garbage. Sugar cane waste (Figure 1b) was collected in the municipal market of the city of Ibarra.



The waste product in the extraction of sugar cane juice was subjected to a preliminary drying treatment. It was decided to let the bagasse dry outdoors for a period of two days, so that its fibers did not have juice on the surface. Once the fibers dried completely, the bagasse fibers were separated from the bark. Subsequently, each of the fibers was cut to a length of approximately three to five millimeters, resulting in small pieces of bagasse fiber, which were used to make the samples.



To acoustically characterize the composite material, panels with thicknesses of 6, 12 and 25 mm were assembled, in which the mixture between the bagasse and the different binders was adjusted. Figure 2 shows the two typologies of binders used.



To obtain a predominant amount of bagasse in the sample, the experiments were conducted with a bagasse to binder ratio of 3 to 1.



To ensure the reproducibility of the experiment, the following steps were followed:




	
To begin, the bagasse obtained by separating the fibers from the bark was sieved with a metal sieve, obtaining the smallest possible filaments.



	
The sieved bagasse filaments were then placed in a 15 × 25 cm size frame, making sure they completely covered the thickness of the frame, and then the amount of bagasse used in this process was weighed (Figure 3a).



	
To produce panels with SCB matrix and plaster or clay-based binders, the frame was divided into 3 parts and 1/3 of the frame is filled with the binder and then weighed. In this way, the proportions of 3/1 which had been indicated were respected. Table 1 shows the quantities of each component in the different types of assembled panels.



	
With the weights of the elements indicated in Table 1, the base elements were mixed, and placed in the respective molds (Figure 3b). The panels underwent a drying process lasting about 48 h. At the end of the drying process, the panels had assumed rigid and compact characteristics.



	
Once it had been demonstrated that the proportions of the elements were optimal for the construction of panels, the weights of the components necessary to create cylindrical-shaped samples of thicknesses equal to 6, 12 and 25 mm were calculated, to be used for the measurement of the coefficients of sound absorption using the impedance tube (Kundt tube). To obtain these samples, molds were made of the diameter allowed by the Kundt tube, which is about 35 mm. The samples were weighed on a digital scale and the weights obtained are shown in Table 2.



	
Finally, 18 samples were obtained, divided into the two binders combined with the SCB: 9 samples of SCB - plaster, and 9 samples of SCB - clay. Several similar samples were then made for each of the three foreseen thicknesses of 6, 12 and 25 mm, as shown in Figure 4.









2.2. Sound Absorption Coefficient Measurement


The samples assembled according to the procedure described in the previous section were used to measure the SAC, as required by the standard UNI EN ISO 10534-2 [35]. The method describes how to make an SAC measurement using an impedance tube (Kundt tube). It is crucial to carry out the measurements in a normalized way in order to be able to compare the results with those obtained in other studies, thus being able to compare the performance of different materials [40]. In this study, the ACUPRO Spectronics impedance tube was used, which measures the sound absorption coefficient in the frequency range 50 Hz–5700 Hz. The tube has an internal diameter of 34.9 mm, while the external diameter is 41.3 mm and has a length of 1200 mm (Figure 5).



The tube features a built-in JBL 2426J speaker that emits a maximum sound pressure level of 150 dB. The mechanical insulation of the speaker guarantees the absence of structural vibrations. The tube is connected to a DT9837A signal acquisition system which manages the inputs and outputs, transforming the electrical signal into digital. The acquisition system has four input channels for data conversion and recording and an output channel for sending the signal from the computer to the speaker. The signal reproduced by the loudspeaker is captured by the two microphones and sent to the ACUPRO software for data processing. The software carries out 150 measurements by making an average and then passing to the evaluation of the sound absorption coefficient. The absorption coefficients were calculated from 100 Hz up to 5000 Hz in 1/3 octave bands.



The test sample was mounted at one end of the impedance tube, using a sound source, plane waves are generated inside, and acoustic pressures are measured in two locations near the sample [41]. To normalize any irregularities in the material, 5 measurements of the same sample were carried out, replacing the sample for each measurement (Figure 6).



The complex acoustic transfer function of the signals to the two microphones is then determined, and is subsequently used to calculate the complex reflection coefficient for normal incidence, the absorption coefficient for normal incidence and the normalized impedance of the tested material [42]. The quantities determined are a function of the frequency, with a frequency resolution conditioned by the sampling frequency and the signal length of the digital frequency analysis system used for the measurements [43]. The useful frequency range depends on the width of the tube and the distance between the two microphone positions.




2.3. Artificial Neural Network (ANN) Based Modelling


Machine learning (ML) is a subfield of artificial intelligence that deals with creating systems that learn based on the data [44]. These systems train the model to correct errors so that it learns to perform a task or activity autonomously. ML works based on two distinct approaches: the computer is given complete examples to use as an indication to perform the required task (supervised learning), or the software is run without any help (unsupervised learning) [45]. In our case, having available the data obtained through the correctly labeled measures of the SAC, we will use supervised learning [46].



In this case, it is possible to distinguish between classification and regression problems. Classifiers separate data into two or more classes: When an example is given to the classifier, the algorithm returns the class to which that specific input might belong. Regressors rely on data interpolation to associate two or more characteristics with each other [47]. When the algorithm is given an input characteristic, the regressor returns the other characteristic to me. The substantial difference depends on the characteristics of the output: in the case of categorical output, we are talking about classification, but in the case of continuous output, we have a regression problem [48]. Our goal is to model the acoustic properties of SCB-based materials, since it is the SAC that has continuous values in the 0–1 range, and will then have to face a regression problem.



ANNs are based on human behavior, allowing computer programs to recognize patterns and solve common problems in ML [49,50]. The structure of the ANNs is inspired by the human brain: the idea is to mimic the way in which biological neurons send signals to each other. ANNs rely on training data to learn and improve their accuracy over time. Once optimized for accuracy, these learning algorithms are powerful tools allowing us to classify and organize data at high speed [51].



ANNs are formed of node layers that possess an input level, one or more concealed input and output layers (Figure 7). Each node bonds to another and has a corresponding weight and boundary. If the effect of any individual node is beyond the recognized threshold, that node is activated and passes on the information to the subsequent layer of the network. Otherwise, no info is transmitted to the succeeding tier of the network. From a mathematical perspective, at the base of ANNs we can translate a function as an aggregate of other functions, which in turn can be expressed in uncomplicated functions. As such, we can view an ANN as an interconnected set of fundamental functions in which the outputs are the inputs for successive functions [52].



The basic element of the ANNs is the perceptron, which performs the task that the neuron performs in biological neural networks. These elements behave like functions that take n elements in input and return only a single output, which is sent as input for the following perceptron. For this reason, we speak of stratified ANNs [53]. The input of the perceptron is formed by a vector of real numbers in which from time to time we will enter input values (x1, x2, …, xn). Furthermore, for each input node, we will have an array of weights indicated with (w1, w2, …, wn). To get the actual data we will perform a simple xn * wn operation for each input xn. The output will then be calculated using the following equation:


  y =     ∑   i = 1  n   x i  ∗  w n    + b ,  



(1)







Here,



	
xi = input



	
wn = weight



	
b = bias



	
y = output






Term b is called the perceptron bias and is considered a full-fledged weight. Its task is to change by increasing or decreasing the activation threshold that derives from the activation functions, for example, a function that sends a signal only if the output level of the perceptron exceeds a certain threshold [54]. In the training phase, the model adjusts the weights based on the comparison between the real values of the output and those expected. This is an optimization process in which an attempt is made to minimize a cost function represented by the output estimation error, as shown in Equation (2).


   Cost   Function    =  1 2        y −  y ∗     2  ,  



(2)







Here,



	
y = output expected



	
y* = output predicted






The weight update rule is shown in the Equation (3):


   w i  =  w i  + μ     ϑ C o s t   f u n c t i o n   ϑ  w i    ,  



(3)







Here,



	
 μ  = learning rate






The backpropagation algorithm [55] is based totally on the gradient descent technique to locate the minimal of the error function with admire to the weights [56]. The gradient descent approach is due to the fact the gradient indicates the direction of most boom. In the basic implementation, we start by choosing a random point in multidimensional space and evaluating the gradient at that point. We then proceed by choosing another point in the direction of maximum decrease indicated by the opposite of the gradient. If the function at the second point has a value lower than the value calculated at the first point, the descent can continue, following the anti-gradient calculated at the second point, otherwise the shifting step is reduced, and starts again. The algorithm stops as soon as a local minimum is reached.





3. Results and Discussion


3.1. Sound Absorption Coefficient Measurements


The samples assembled according to the methodology described in Section 2.1 were used to perform measurements of the SAC using an impedance tube. The samples were housed in the impedance tube (Figure 6).



To acoustically characterize the behavior of the material, different measurements were carried out for each sample. For each measurement, the samples were first removed from the tube and then re-housed in it, to minimize any measurement errors. The results of the measurements were selected by discarding the extreme values, and by making an average of the values obtained. In Table 3, the standard deviation values of the measurements are reported.



Figure 8 shows the results of the measurements of the SAC for all types of samples made and for the three foreseen thicknesses. Figure 8a shows the trend of the SAC as a function of frequency in bands of one third of octaves on a logarithmic scale, for the sample based on SCB and clay-based binder. The acoustic properties of the material investigated are typical of porous materials and this characteristic is due to the peculiarities of the SCB. In fact, the SCB fibers have a high roughness which significantly contributes to sound absorption: microscopic air pockets form on the surface of the SCB fibers due to the grooved and rough surfaces. This characteristic determines a significant friction between the fibers and the incident acoustic wave, resulting in an increase in sound absorption. The roughness of the fibers also gives an increase in the surface, which increases the damping capacity of the incident wave with a relative increase in the sound absorption coefficient [57]. In this case, there are some anomalies at low frequencies due to the limits imposed by the size of the tube and to possible problems of irregularity in the production of the artisanal samples. From the comparison between the samples of smaller thicknesses (6 and 12 mm), we can see that the greater thickness determines a greater absorption starting from 1 kHz, even if the curve is the same as that of 6 mm. At low frequencies, the difficulty of the acoustic wave to penetrate the sample is due to its wavelength. For higher frequencies, both samples show upward absorption. The 25 mm sample has a much higher absorption curve than the 6 and 12 mm samples, with a relatively large difference of 10% at low frequencies and 20% at mid frequencies. Samples in general are characterized by being good absorbents, so this result can be argued by the fact that clay is a binder with good acoustic properties for insulation and absorption. The SCB fibers are intertwined and therefore create frictional forces to the movement of the sound wave within the porous material. When the sound wave penetrates the sample, friction reduces its intensity by converting the sound energy into thermal. At low frequencies, the improvement in the absorption capacity with the increase in the thickness of the sample appears evident. This increase is significant when passing from a thickness of 6 mm to that of 12 mm, while it appears less significant when passing from a thickness of 12 mm to that of 24 mm. Therefore, the sound absorption coefficient increases with the increase in the thickness of the sample and this increase is evident at low and medium frequencies. Greater wavelengths correspond at lower frequencies, which are absorbed more effectively if the sample has greater thickness: The wave path in the sample is greater and therefore the loss of sound energy due to the expansions and contractions of the molecules is greater than with air [58].



Figure 8b shows the trend of the SAC as a function of frequency in bands of one third of octaves on a logarithmic scale, for the sample based on SCB and plaster-based binder. Again, increasing the thickness of the sample leads to an increase in the sound absorption coefficient, but this increase is smaller than in the previous case. This is especially true at low frequencies, where SAC values for 6 mm and 12 mm thicknesses appear comparable for different frequencies. Such material behavior can be justified by an error generated by a poor coherence curve captured by the Acupro software, caused by the low thickness of the sample inside the tube, which leads to an incorrect result in the final measurement. This type of response will also be visible in the other samples of similar thickness with a different type of binder. From the comparison of the three samples, the effect of high degree of density that the samples of SCB bonded with plaster have, unlike the samples with SCB and glue, is highlighted. Furthermore, the adhesion that the gypsum presents allows the porosities created by the SCB to be filled. Due to this phenomenon, most of the pores are filled, generating a different absorption in the entire sound spectrum. Always at the frequency of 400 Hz, the 6 mm and 12 mm samples instead show a local peak due to resonance phenomena. The frequency of the emitting wave coincides with the natural frequency of the sample oscillation, and the sound energy picked up by the microphone inside the tube is higher than that emitted by the loudspeaker. This is due to the vibrations of the samples, which themselves become a source of sound wave emissions [59].




3.2. ANN-Based Model for SAC Prediction


The results of the measurements of the SAC contain crucial information for the modeling of the acoustic behavior of materials. This information can be extracted with technologies based on machine learning.



Various models are available in the literature for simulating the acoustic behavior of porous materials [60,61,62,63]. However, none of these can guarantee an effective generalization. In contrast, ANN-based regression models are used to study the relationship between multiple independent variables and a dependent variable (SAC). One of the major advantages of the model is the easy interpretation of the results. Furthermore, the model could determine the relative influence of one or more independent variables on the dependent variable. Limits to the effectiveness of forecasting are placed in the case of interrelated inputs, while it is appropriate to highlight the need for data preprocessing to remove missing values or redundant data.



To simulate the behavior of the SCB-based material, a model based on artificial neural networks was developed. The data obtained from the measurements of the SAC by means of an impedance tube were enriched by adding the information on the different binders used to aggregate the raw fibers. Figure 9 shows the architecture of the prediction model of the acoustic behavior of the material subject of this study.



The architecture of the ANN-based prediction model of the SAC, shown in Figure 9, provides 4 input features. To begin, we provide the frequencies for one-third octave bands in a range from 100 Hz to 5000 Hz. To these, add the thickness of the three types of assembled samples (6 mm, 12 mm, 25 mm), and then finish with the type of binder used to assemble the fibers. To include these characteristics in the regression model, we used dummy variables [64]. A dummy variable is a variable created with the purpose of using numerical values to represent qualitative variables. With a dummy variable, the data are encoded with numeric values that can only assume the value 0 or 1 (dichotomous variable). It is therefore a nominal qualitative variable which will take the value 0 to indicate that the record does not refer to that type of binder, while it will take the value 1 to indicate that the record refers to that type of binder. Therefore, for each record, only one value of the two features that indicate the type of binder will assume a value of 1, while the others will assume a value of 0. The output of the forecast model is the value of the SAC relating to the type of binder, at the thickness of the sample, and at that specific frequency. From an overall analysis of the diagram of Figure 9, it is possible to verify that the output value is a numerical and continuous type, which is why we can affirm that it is a regression problem with six predictors and a response variable. Table 4 shows the parameters of the ANN architecture.



The results of the SAC measurements were entered in a numerical dataset with five features: Four input variables (frequency, thickness, plaster, clay) and one output variable (SAC). The number of records collected with the measurements was equal to 1620, corresponding to the 18 frequencies of one third of an octave in the range 100–5000 Hz, to the three thicknesses of the samples (6 mm, 12 mm, 25 mm), and to the two types of binder (plaster, clay).



The data were carefully labeled, associating the SAC value, returned by the measurements with the impedance tube, to the correct sequence of frequencies, sample thickness and type of binder. Labeling is crucial in an ANN-based methodology of the supervised type. The label allows you to train the model using a data subset, specifying the observed output, so that at the end of the learning phase the model will have acquired the ability to generate the right label by providing it with a subset of the input data.



The prediction model of the SAC is based on a feed-forward ANN. In the training phase, the optimization algorithm of Levenberg-Marquardt [65] was adopted. This algorithm was developed to solve non-linear least squares problems for the adaptation of a parameterized mathematical model to a set of data points. The solution was obtained by minimizing an objective function calculated as the sum of the squares of the errors between the model predictions and a set of observations. In the hypothesis of a linear model in its parameters, the objective function of least squares is quadratic in the parameters. The minimization of the objective function can then be obtained by solving a linear matrix equation. If the function is not linear in its parameters, the least squares problem requires an iterative solution algorithm.



The Gauss-Newton technique [66] and the gradient descent method [67] are two algorithms for numerical minimization that are combined in the Levenberg-Marquardt algorithm. By updating the parameters in the sharpest downward direction, the slope descent approach reduces the sum of the squared errors. By assuming that the least squares function is locally quadratic in the parameters and locating the minimum of this quadratic, the total of the squared errors is decreased in the Gauss-Newton technique. The Matlab (2022) platform from Mathworks was used to create the forecasting model [68].



The results of the SAC measurements were divided into three data sets: 70% of the data was used for ANN training, 15% was used for model validation, and finally the remaining 15% was used for the testing phase. Figure 10 shows the gradient and mean squared error values during the training phase. The values of the parameters in the different phases of the iterative cycle are shown in Table 5.



Correlation coefficient (R) and mean square error were used as metrics for the SAC prediction model evaluation (MSE). The correlation coefficient shows rates in the range of −1 to +1, where −1 and +1 are perfect correlations between two variables and 0 is the absence of any correlation. A strong correlation means that records with high values for one variable are likely to have high values for the second. Low values are present on the second variable if there are low values on the first [69]. MSE counts the degree of variation between actual data and model outputs. The degree of data dispersion is known as variability. MSE investigates the distribution or concentration of measures around a primary trend measure [70]. The standard scatter diagrams, in which the values from the measurements are shown on the horizontal axis (target) and the corresponding values from the model's prediction are published on the vertical axis (output), can be used to visually examine the model's adaptability to the measured values (Figure 11).



In order to demonstrate the accuracy of the model's forecasts, Figure 11 displays the visual description of the points placed close to the solid line illustrating the ideal state.



Table 6 shows the values of the metrics adopted for the evaluation of the model.



To complete the phase of modeling the acoustic behavior of the SCB-based material, we compare the SAC trend with the frequency of the measured data versus the simulated data (Figure 12).



From the comparison between the measured and predicted values shown in Figure 12, the good simulation capability of the ANN-based model can be appreciated. The simulated data curve adapts effectively to the measured data, also showing a low frequency correction capacity of those data that had highlighted anomalies in Figure 8.



A certain deviation between the measured and predicted data is found for the binders clay for the samples with greater thickness (25 mm). In the case of the SCB-Clay, the predicted data underestimate those measured for the entire frequency range.



This can be justified by the characteristics of the two binders that influence the behavior of the sample; in fact, the glue closes the pores while the clay facilitates the creation of pores. To confirm the performance of the ANN-based SAC prediction model, the results obtained in this study were compared with those obtained in other studies (Table 7).



Table 7 shows a comparison of the ANN-based forecasting models of the SAC. The mentioned authors used different types of fibers and different thicknesses of the samples. This makes the comparison not easy, however the results obtained in all the mentioned studies are congruent.





4. Conclusions


In this study, the characteristics of the SCB were studied for possible use as an acoustically absorbing material, combining it with binders used in construction such as plaster and clay. To make the panels, the fibers extracted from the waste material from the extraction of sugar from the sugar cane were mixed with the binder in different ratios according to the type of binder. Samples of three thicknesses, 6, 12 and 25 mm, were made with each binder. The SAC of the samples was then measured according to the guidelines of the UNE-EN ISO 10534-2 standard. Subsequently, to compare the acoustic performances of the samples, a simulation model was developed for the prediction of the sound absorption coefficient based on the ANNs.



The results obtained from the measurements of the SAC with the impedance tube were compared with those obtained with the model based on the ANNs, showing a good simulation capacity. The model highlighted the following points:




	
simulated data curve adapted effectively to the measured data, also showing a capacity to correct at the low frequencies those data which had highlighted anomalies,



	
a deviation between the measured and predicted data was found for the clay binders for the thicker samples 25 mm,



	
the predicted data underlies those measured for the entire frequency range.








A model for the prediction of the SAC enables the evaluation of a material's acoustic performance for any potential configuration, saving a significant amount of resources and obviating the need for additional acoustic measurements. The good performance returned by the ANN-based model suggests its use for simulating the acoustic behavior of the material.
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Figure 1. (a) Sugar cane juice squeezing machine; (b) Fibers extracted from sugar cane. 
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Figure 2. Two typologies of binders used (a) plaster; (b) clay. 
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Figure 3. (a) Sieving of the SCB; (b) Mixing of the ingredients in the frame to produce the panels. 






Figure 3. (a) Sieving of the SCB; (b) Mixing of the ingredients in the frame to produce the panels.



[image: Fibers 11 00018 g003]







[image: Fibers 11 00018 g004 550] 





Figure 4. Pairs of samples of clay bagasse, plaster bagasse. 
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Figure 5. Electroacoustic chain of the Kundt impedance tube located in the UDLA acoustic measurement laboratory. 
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Figure 6. Measurement sample of SCB with 12 mm thick. 
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Figure 7. ANN architecture scheme. 
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Figure 8. Results of measurements in one-third octave bands. Each curve corresponds to a sample thickness (6 mm, 12 mm, 25 mm). (a) SCB-Clay; (b) SCB-Plaster. 
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Figure 9. ANN architecture with input/output features. 
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Figure 10. Training phase performance: (a) Gradient evaluation (b) Validation Performance (MSE). 
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Figure 11. Regression plot: Predicted versus Actual value. 






Figure 11. Regression plot: Predicted versus Actual value.



[image: Fibers 11 00018 g011]







[image: Fibers 11 00018 g012 550] 





Figure 12. Measured versus Predicted SAC values: (a) SCB-Clay 6 mm; (b) SCB-Clay 12 mm; (c) SCB–Clay 25 mm (d) SCB–Plaster 6 mm; (e) SCB–Plaster 12 mm; (f) SCB – Plaster 25 mm. 
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Table 1. Quantity of bagasse, binder, and water for each panel, the percentage by weight is shown in brackets.
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	Panel Type
	Thickness (mm)
	SCB (g)
	Binder (g)
	Water (g)





	SCB-plaster
	6
	20 (6.06%)
	60 (18.2%)
	250 (75.8%)



	SCB-plaster
	12
	30 (4.61%)
	120 (18.4%)
	500 (76.9%)



	SCB-plaster
	25
	60 (5.61%)
	260 (24.3%)
	750 (70.1%)



	SCB-clay
	6
	20 (4.76%)
	150 (35.7%)
	250 (59.5%)



	SCB-clay
	12
	30 (4.16%)
	190 (26.4%)
	500 (69.4%)



	SCB-clay
	25
	60 (4.58%)
	500 (38.2%)
	750 (57.3%)
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Table 2. Weight of each sample.
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	Title 1
	Thickness (mm)
	Weight (g)





	SCB-plaster
	6
	8.37



	SCB-plaster
	12
	4.25



	SCB-plaster
	25
	2.69



	SCB–clay
	6
	9.10



	SCB–clay
	12
	3.91



	SCB–clay
	25
	2.83
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Table 3. Standard deviation values for each sample.






Table 3. Standard deviation values for each sample.





	

	
SCB-Clay

	
SCB-Plaster




	
Frequency (Hz)

	
6 mm

	
12 mm

	
25 mm

	
6 mm

	
12 mm

	
25 mm






	
100

	
0.05537

	
0.05236

	
0.02008

	
0.03179

	
0.03484

	
0.02029




	
125

	
0.04705

	
0.04502

	
0.09607

	
0.03929

	
0.04604

	
0.04886




	
160

	
0.07248

	
0.09294

	
0.06864

	
0.06639

	
0.09405

	
0.08359




	
200

	
0.09794

	
0.09028

	
0.09249

	
0.09576

	
0.09920

	
0.09353




	
250

	
0.08369

	
0.09001

	
0.09513

	
0.08006

	
0.07764

	
0.08141




	
315

	
0.08338

	
0.09793

	
0.08338

	
0.08905

	
0.09781

	
0.07158




	
400

	
0.08749

	
0.07029

	
0.08558

	
0.05815

	
0.07825

	
0.08075




	
500

	
0.05474

	
0.06549

	
0.07011

	
0.06253

	
0.06091

	
0.04812




	
630

	
0.03421

	
0.03147

	
0.01452

	
0.03791

	
0.04048

	
0.06693




	
800

	
0.01712

	
0.01037

	
0.05724

	
0.02366

	
0.02495

	
0.07276




	
1000

	
0.01476

	
0.00566

	
0.05398

	
0.05010

	
0.00673

	
0.02378




	
1250

	
0.02401

	
0.03003

	
0.08326

	
0.06363

	
0.00376

	
0.07901




	
1600

	
0.04914

	
0.04745

	
0.08951

	
0.00962

	
0.00201

	
0.08443




	
2000

	
0.05788

	
0.03840

	
0.07811

	
0.06646

	
0.09806

	
0.08101




	
2500

	
0.06058

	
0.04491

	
0.00320

	
0.08833

	
0.09820

	
0.07516




	
3150

	
0.04779

	
0.05657

	
0.00721

	
0.08333

	
0.09048

	
0.06392




	
4000

	
0.05711

	
0.06059

	
0.07270

	
0.09979

	
0.09992

	
0.07745
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Table 4. ANN architectures parameters values.
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	Input Layer
	Hidden Layer
	Output Layer
	Training Algorithm





	4 nodes
	10 nodes
	1 node
	Levenberg Marquardt
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Table 5. Training parameters values.
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	Parameter
	Initial Value
	Stopped Value
	Target Value





	Epoch
	0
	48
	1000



	Performance
	0.18
	0.0127
	0



	Gradient
	0.391
	0.00259
	1.00 10−7
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Table 6. Performance of the ANN- based model.
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	Observations
	MSE
	R





	Training
	1134
	0.0111
	0.8434



	Validation
	243
	0.0098
	0.8647



	Test
	243
	0.0101
	0.8841
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Table 7. Comparison of ANN-based simulation model results.
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	Studies
	Fiber Type
	Thickness (mm)
	Model
	R
	R2
	Error





	This study
	SCB
	6–25
	ANN
	0.8841
	-
	MSE = 0.0101



	[71]
	Hemp
	7–10
	ANN
	-
	0.7800
	RMSE = 8.791 × 10−3



	[72]
	Banana
	-
	ANN
	0.8500
	-
	-



	[73]
	Glass
	-
	
	0.8358
	-
	CV = 7–15%
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